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COORDINATE SYSTEM DETAILS

CITY OF SEDONA

CIVIL IMPROVEMENT PLANS

LOCATED IN A PORTION OF SECTION O/, TOWNSHIP 17 NORTH,
RANGE 06 EAST, GILA AND SALT RIVER MERIDIAN,
COCONINO COUNTY, ARIZONA.

LINEAR UNIT:

GEODETIC DATUM: NAD 1983 (2011)

VERTICAL DATUM:

INTERNATIONAL FOOT

NAVD 1988 (SEE BELOW)

SYSTEM: SHEPHARD—WESNITZER 2015
ZONE: SEDONA 2015
PROJECTION

TRANSVERSE MERCATOR

LATITUDE OF GRID ORIGIN: 31°00'00” N
LONGITUDE OF CENTRAL MERIDIAN: 111°55°00" W

NORTHING AT GRID ORIGIN: 0.000 FT
EASTING AT CENTRAL MERIDIAN: 50000 FT

CENTRAL MERIDIAN SCALE FACTOR:

1.0002060000 (EXACT)

ALL DISTANCES AND BEARINGS SHOWN HEREON ARE NOT GRID VALUES BUT
PROJECTED FOR THE PRECEDING COORDINATE SYSTEM DEFINITION. THIS
DEFINITION IS SUCH THAT GRID DISTANCES ARE EQUIVALENT TO "GROUND”
DISTANCES IN THE PROJECT AREA.

ORTOMETRIC HEIGHTS (ELEVATIONS) WERE TRANSFERRED TO THE SITE FROM
POINT "VORTEX” (NGS PID AJ5637) USING GPS WITH NGS GEOID MODEL

"GEOID 12B”. ELEVATIONS SHOWN HEREON ARE REFERENCED TO THE
PUBLISHED ELEVATION OF THIS STATION.

6004: REBAR AND CAP STAMPED "RLS 27253"

NORTHING: 46913.645
EASTING: 60190.614
ELEVATION: 4217.975

6031:

REBAR AND CAP STAMPED "RLS 27253"

NORTHING: 47254.551
EASTING: 60224.851
ELEVATION: 4229.452

6033: REBAR AND CAP STAMPED "RLS 27253"

NORTHING: 47326.671
EASTING: 60263.110
ELEVATION: 4230.431

RANGER STATION PARK (250 BREWER ROAD)

LEGEND

RECORD PARCEL BOUNDARIES

RECORD EASEMENTS

—————————————— NEW DRAINAGE EASEMENT

EXISTING INDEX CONTOURS

EXISTING INTERMEDIATE CONTOURS

EXISTING BUILDINGS

EXISTING FENCE

EXISTING RETAINING WALL

EXISTING SWALE

PROPOSED SWALE

WATER BLUESTAKE

OVERHEAD UTILITY LINE

TV CABLE BLUESTAKE

GAS LINE BLUESTAKE

ELECTRIC BLUESTAKE

SEWER BLUESTAKE

SEWER MANHOLE

CLEAN OUT
PULL BOX
CATCH BASIN
TRANSFORMER
GAS METER
GAS RISER
UTILITY POLE
DOWN GUY

ELECTRIC METER

TELEPHONE RISER

LIGHT POLE

k) SIGN

FIRE HYDRANT
IRRIGATION VALVE
JUNCTION BOX
WATER METER
WATER RISER
WATER VALVE

CMP CORRUGATED METAL PIPE

HDPE HIGH—DENSITY POLYETHYLENE

CONCRETE

A 10.50 ABBREVIATED ELEVATION (ADD 4200 FOR FULL ELEVATION)

DECOMPOSED GRANITE

ME MATCH EXISTING
W TOP OF WALL
TF TOP OF FOOTING

CONTACT INFORMATION

OWNER CITY OF SEDONA

102 ROADRUNNER DRIVE

SEDONA, ARIZONA 86336

(928) 203-5039

J. ANDY DICKEY, P.E., ASSISTANT CITY
MANAGER /DIRECTOR OF PUBLIC WORKS

MAYOR SCOTT JABLOW

VICE MAYOR HOLLI PLOOG

CITY COUNCIL MELISSA DUNN
BRIAN FULTZ

PETE FURMAN
KATHY KINSELLA
JESSICA WILLIAMSON

CITY MANAGER KAREN OSBURN

ENGINEER SWI AN ARDURRA COMPANY
75 KALOFF PLACE

SEDONA, ARIZONA 86336
(928) 282—-1061

ART BECKWITH, P.E.

"IN ACCORDANCE WITH AAC R18—4—119. ALL MATERIALS
INSTALLED AFTER JANUARY 1, 1993, WHICH MAY COME
INTO CONTACT WITH DRINKING WATER SHALL CONFORM TO

NATIONAL SANITATION FOUNDATION STANDARDS 60 & 61."

SHEET INDEX

SHT NO. | DWG NO. | TITLE

C1 COVER SHEET

Cc2 NOTES & DETAILS

C3 OVERALL GRADING WITH CUT-—FILL AREAS

C4 GRADING PLAN (NORTH)

C5 GRADING PLAN (SOUTH)

CROSS SECTIONS

c7 ELECTRICAL PLAN
W N

)

(OCX))\IO’U‘I-#(AN—\
(9]
(o))

C8 |STORM WATER POLLUTION PREVENTION PLAN
C9 | SWPPP NOTES & DETAILS g

APPROVAL

APPROVED:

J. ANDY DICKEY, P.E. DATE

ASSISTANT CITY MANAGER/DIRECTOR OF PUBLIC WORKS

RECORD DRAWING STATEMENT

I , HEREBY STATE, BASED
ON MY FIELD OBSERVATION AND INFORMATION PROVIDED
BY THE GENERAL CONTRACTOR AND OTHERS, THAT THE
WORK ON SHEETS 1 THROUGH 9, MARKED AS "RECORD
DRAWING” HAS BEEN CONSTRUCTED IN SUBSTANTIAL
CONFORMANCE WITH THESE CONSTRUCTION PLANS,
SPECIFICATIONS, INCLUDING CHANGES AND REVISIONS.

REGISTERED LAND SURVEYOR /ENGINEER DATE

REGISTRATION NUMBER EXPIRATION DATE

Contact Arizona 811 at least two full
working days before you begin excavation

ZONA

# BLUE STAKE, INC.

AR|

Call 811 or click Arizona811.com

REVISIONS
NO. | DESCRIPTION DATE BY
A REVISIONS PER COMMUNITY DEVELOPMENT REVIEW 4/8/23 MWJ

S/

Shephard A \Wesnitzer, Inc.

An /\ ARDURRA Company

75 Kallof Place
Sedona, AZ 86336
928.282.1061
928.282.2058 fax

www.ardurra.com

J0B NO- 22019 RANGER STATION PARK (250 BREWER ROAD) At
DATE: APR 23

SCALE: AS SHOWN

DRAWN: MW COVER SHEET

DESIGN: AHB

CHECKED: AHB

DRAWING NO.

C1

SHT NO. OF



http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com

PLOTTED: Apr 20, 2023—4:35pm

FILE: P:\2022\22015\DRAWINGS\CONSTRUCTION PLANS\22015—NOTES&DETAILS.DWG MJUNG

CIVIL GENERAL NOTES
, » o ” ng” 6” "RED ROCK SEDONA” CLASS "A” NO. 3 REINF. BARS
1. ALL QUANTITIES SHOWN ARE APPROXIMATE AND ARE FURNISHED SOLELY FOR THE CONTRACTOR'S CONCRETE M EROo PN © CONCRETE PER M.A.G. STD 15 o0 EAGH WAY
CONVENIENCE. IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE ACTUAL PER M.A.G. STD DTL 230 & MAG SPECS SECTIONS 324 AND 725.
QUANTITIES OF WORK REQUIRED AND BASE HIS BID ON HIS OWN INDEPENDENT ESTIMATE OF THE SPEC SECTION 340 4" THICK DECOMPOSED SEE PLANS FOR LOCATIONS .
WORK SCOPE AND QUANTITIES OF MATERIALS REQUIRED. THEY DO NOT NECESSARILY CORRESPOND TO CRANITE PER LANDSGAPE o
BID SCHEDULE ITEMS. PAYMENT WILL BE BASED ON BID SCHEDULE ITEMS. THE CONTRACTOR SHALL PLANS _{
NOT BE RELIEVED OF RESPONSIBILITY FOR INDEPENDENTLY ESTIMATING QUANTITIES PRIOR TO BIDDING. 1.5% MAX 4" AGGREGATE BASE COURSE . 7 .
THE CONTRACTOR REPRESENTS THAT THE TOTAL CONTRACT SUM IS ADEQUATE COMPENSATION FOR —  —— A o 100% MAX DRY DENSITY ——__ : N T
COMPLETING THE ENTIRE PROJECT AS SHOWN ON THE PLANS. *WW—//\//\ | - W//\// //>\///\ , ALY \///\\// PER ASTM D698~ ~a. - RIS
4" AGGREGATE BASE
THE LOCATION OF EXISTING FEATURES INDICATED ON THE PLANS ARE APPROXIMATE ONLY. THE COURSE PER M_A-G_%//// /////\//\\ //}\//\\/ ///\///\\//\ % ‘HH HH‘E
CONTRACTOR SHALL NOT BE RELIEVED OF RESPONSIBILITY FOR MAKING COMPLETE AND ACCURATE 410 STD. 'SPECS SECTIONS YA VARES SEE PLAN KA SCARIFY AND. COMPACT conpacrs SCARFIED NATIVE
ON—SITE DETERMINATIONS OF THE LOCATIONS OF ALL UTILITIES, STRUCTURES AND FIELD CONDITIONS, \ : ,
WHICH MAY AFFECT THE PROGRESS OF THE WORK. NS e X R A TO 95% RE DENSITY PER ASTM D6S8 BOTONCRETE SHALL HAVE 5%
TO 7% AIR ENTRAINMENT.
2. THESE PLANS ARE SUBJECT TO THE INTERPRETATION OF INTENT BY THE ENGINEER. ALL QUESTIONS NOTE: SIDEWALK TO COMPLY WITH ALL ADA
REGARDING THESE PLANS SHALL BE DIRECTED TO THE ENGINEER. ANY INTERPRETATION OF THE REQUIRMENTS WITH RUNNING SLOPE NOT TO BRI OIS
PLANS BY ANYONE OTHER THAN THE ENGINEER SHALL BE RESPONSIBLE FOR ANY CONSEQUENCES EXCEED 1:20 (5%). MAG. SPEC, SEC 795
THEREOF.
B T I, S LTI ATEA SIALL P FROUDED AT AL TS o e CONCRETE SIDEWALK SECTION /“» DECOMPOSED GRANITE SECTION ("s CONCRETE PAVING (e
N.T.S. — —
CONSTRUCTION AREA RAPIDLY AND WITHOUT DAMAGING THE WORK IN PROGRESS. TO FURTHER N-T.S. K—/ \/ STRUCTURAL SECTION "™ u
PROMOTE GOOD DRAINAGE OF THE SITE, DRAINAGE CHANNELS, CULVERTS, AND STRUCTURES, SHALL
BE CONSTRUCTED FROM DOWNSTREAM TO UPSTREAM IN SUCH A WAY THAT, DURING CONSTRUCTION,
THEY DO NOT IMPEDE THE FLOW OF WATER FROM THE CONSTRUCTION AREA.
DAMAGE TO ADJACENT PROPERTIES OR TO ANY PORTION OF THE WORK CAUSED BY THE
CONTRACTOR’S FAILURE TO PROVIDE ADEQUATE DRAINAGE OF THE CONSTRUCTION SITE OR TO ORDER
THE WORK SO AS TO MINIMIZE THE POSSIBLE EXTENT OF SUCH DAMAGE SHALL BE REPAIRED AT THE 6 THICK AGGREGATE BASE op oF RIP RAP TO QUANTITY TABLE
CONTRACTOR'S EXPENSE COURSE PER MAG STANDARD MATCH ADJACENT GRADE ceynote | PAY.ITEMLID | EScRIPTION QUANTIT | 7
SPEC SECTIONS 310 AND 702 OR BELOW (TYP) - _ y
4. ALL WORK SHALL CONFORM TO THE CODES AND ORDINANCES ADOPTED BY THE CITY OF SEDONA. ) A\ COMPACTED TO 100% MAX DRY
DENSITY PER ASTM D698 1 102-2 Remove & Dispose existing Concrete 568 | SF
5. ALL WORK SHALL CONFORM TO MAG STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION N T R
AND CURRENT REVISIONS THERETO AS MODIFIED BY THE CITY OF SEDONA CITY CODE SECTION 7. o e R i 4 MIN i 2 1026 Remove & Dispose existing Rip Rap 87 | SF
6. EXACT POINT OF MATCHING & TERMINATION OF IMPROVEMENTS MAY BE ADJUSTED IN THE FIELD BY % ‘ H ‘HH H‘HE NSNS NG f -, 3 1027 Remove & Dispose existing Stormdrain Pipe 5| LF
THE ENGINEER IF NECESSARY. 1] R .OL\‘.. z s ,."&Q‘ /
2 / ‘e‘ = "" 0//\/ 4 102-8 Remove & Dispose existing Headwall 12 | LF
7. ELEVATIONS SHOWN ON PLAN ARE TO FINISHED GRADE, UNLESS OTHERWISE NOTED OR SPECIFIED. 8" SCARIFIED NATIVE OR FLATTER /\\\/\\\/\ 2 TS o . I‘g'., \\/\\\\\/ ~ NV NSV CVaV V-V NV N_V V= ~
COMPSEJEH'YT%E%STZ\SM'QXD%EE /\/(\//\\ \K *..’\..Q‘ 37."."‘ \\//\\/\/\\//\ g 5 101-1 Sawcut existing asphalt pavement 150 | LF ;A
8. A SET OF SIGNED AND APPROVED CONSTRUCTION DOCUMENTS WILL BE KEPT AT ALL TIMES AT THE NSO KX RQSI A SNG
JOB SITE ON WHICH ALL CHANGES OR VARIATIONS IN THE WORK, INCLUDING ALL EXISTING UTILITIES, iAo /\\\//\\> (A //\\///\ <\ . 102.3 Remove & Dispose existing Asphalt 675 | s
ARE TO BE RECORDED AND/OR CORRECTED DAILY AND SUBMITTED TO THE CITY ENGINEER WHEN THE \\//\\//\\//\’\//\ = \\/\\//\\//\\//\ D50=4" RED ROCK RIPRAP S R .
N AN A AN AN AAAAANAAAN
WORK TO BE DONE IS COMPLETED. AN NN 19 Clearing & Grubbing 1|Ls
KKK Y07
9. CONTRACTOR SHALL PROVIDE AND MAINTAIN SUFFICIENT BARRICADES TO PROVIDE FOR THE SAFETY 167  cavation e CY} A
OF THE GENERAL PUBLIC TO THE SATISFACTION OF THE PUBLIC WORKS DIRECTOR.
10. ALL MATERIALS SHALL BE FURNISHED AND INSTALLED BY THE CONTRACTOR UNLESS OTHERWISE ABC PARKING SURFACING m DRAINAGE SWALE PROTECTION 198 Embankment § L2z C¥ {
N.T.S. —
NOTED. STRUCTURAL SECTION \—_/ NG SOALE { o
11. THE CONTRACTOR SHALL PROVIDE AND MAINTAIN ACCESS AT ALL TIMES TO ADJACENT PROPERTY.
200 Subgrade Prep > 7629 | SY g
12. ALL EXPOSED CONCRETE SHALL BE COLORED "RED ROCK SEDONA”. . LA A}
204-4 Concrete Walking Path 357 | SY
13. PRIOR TO COMMENCEMENT OF CONSTRUCTION CONTRACTOR TO COORDINATE WORK WITH ALL UTILITY (1) FxFx4.5" GABION BASKETS . 4
SIDE EROSION PROTECTION 201-7 Concrete Driveway Entrance 236 | SY
COMPANIES.
LN NN
14. THE ENGINEER HAS USED HIS BEST JUDGMENT IN THE ESTIMATION OF THE EARTHWORK FOR THIS SORiED 1 o PASKETS 44 REBAR WITH CONGRETE 2018 | Concrete ADA Parking { 55 | sy >A
PROJECT. THE EARTHWORK (CUT/FILL) FOR THIS PROJECT IS DESIGNED TO BALANCE WITH AN D50=6 12" THICK 6" HOOK ToP & CAP/SEAT <
ADDITIONAL 3,000 C.Y. OF IMPORTED SOIL. THE ENGINEER HAS NO CONTROL OVER VARYING FIELD RIPRAP_BANK BOTTOM (TYP) 201-4 ABC Parking Area 1936 [ sv
CONDITIONS AND CONSTRUCTION METHODS INVOLVED IN THE SITE GRADING. CONSEQUENTLY, ACTUAL PROTECTION ) A =
QUANTITIES, COST AND TIME REQUIRED FOR THIS PROJECT MAY BE AFFECTED BY MANY FACTORS (1) 3'x3'x4.5' GABION BASKETS = -8 l*‘* ™~ @ 201-5 Stabilized Decomposed Granite Trail < 3241 | sv > A
BEYOND THE ENGINEER’S CONTROL, AND ENGINEER SHALL NOT BE HELD LIABLE FOR ANY DEVIATION SIDE EROSION PROTECTION _ . / o | B i / N
FROM ITS ESTIMATED QUANTITIES. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE o g'x16” oMu__ b o |1 T ‘ﬁ-:. R R i T i TR w4 @ 210 Protect Existing Tree In Place 35 [ EA
EARTHWORK QUANTITIES BASED ON THE SOILS REPORT. THE FOLLOWING IS THE ENGINEER'S ESTIMATE 1ox9x1.0 SO WALL R 44 REBAR @ I I
OF RAW EARTHWORK QUANTITIES TO FINISHED GRADE FOR THIS PROJECT. (NO SHRINKAGE VALUES, : EARTIEN SERM ) %+  EA HOOKED BAR . . 211 Construct Seat Wall 217 | LF
PAVEMENT, DG OR SOD VOLUMES ARE TAKEN INTO CONSIDERATION IN THESE QUANTITIES). : ' — 4~ = I || ||
E _J_ | " l | | | | @ 212 Construct Gabion Seat Wall 96 | LF
CUT = 1,730 C.Y. FILL = 1,915 C.Y. ' 1 ° R l I [:] I | DD I |
i 7 B T R /| +——— - —+ @ 300-001-1 1" PVC Water Line 208 | LF
15. THE PROJECT SITE IS 3.45+ ACRES OF WHICH APPROXIMATELY 1.73 ACRES WILL BE DISTURBED ! N 7@!-/4@- > /:1-—;@;—;—‘"—‘_%‘—,-‘: —71-,.-.;-,.,—.‘7{
DURING CONSTRUCTION. SINCE THIS EXCEEDS 1 ACRE COMPLIANCE WITH PROVISIONS OF AZPDES, & D W IR /ﬁ» S e 7/ @ 300-001-3 | 1" Brass Ball Valve 1]EA
STORMWATER PERMIT, A SWPPP IS REQUIRED FROM THE CONTRACTOR. e D50=6 182;NLHICK\ (2) #4 REBAR — R EEAKK MU BLOCKS ON [T'S |
2 l— 9’4" o] SIDE TO ALLOW DRAINAGE 300-002-1 2" Water Service Line and Meter 1|LS
v v v v v vAv v v v v v v v v v v v v v v v v v v v,—\v v v v v,-\v v g v v v g v v v v PROTECT|ON 2 4 THRU WALL EVERY OTHER A @
SECTION A—A BLOCK AS SHOWN ON PLAN @ 300-150-1 11/2" PVC Water Line 187 | LF
4 REBAR
A CMU # @ 300-150-3 11/2" PVC Water Valve 3|EA
CONCRETE FOOTING
@ 308 Valve Box (M.A.G. 391) 5|EA
@ 309 Backflow Prevention Device 2 | EA
o
| 6" DIA. BOLLARD SEAT WALL DETA'L @ 400-4 4" PVC Sewer Line 92 ’_L\F,\
Y A
: L GABION OVERFLOW DETAIL / ¢\ NG SCALE , 7
| 54° 2x2x1/4 TS NO SCALE @ 405-1 Sewer Cleanout with Frame and Cover 2 |EA
ﬁ/GATE FRAME v A
) . 503-12 12" HDPE 30 [LF
l /‘ { @ NN
i \1wa GATE FACING \_6,. CONCRETE SLAB 503-18 18" CMP 2 54 | LF >A
FLUSH WITH SURROUNDING
186° HEAVY DUTY U-BOLT AREA (TYP) 505.18 18" Flared End Secti \\.2/‘{
PIVOT HINGE ” ared tnd section
GATE HINGE TA”‘ SINGLE ENCLOSURE @ 507-1 Riprap D50=4" (8" Thick) 19 | SY
SOLID GROUT WALL and CROWNNTOP N [ 5 TREADS @ 1'-0"=5'-0" 509-1 3'x3'x3' Gabion Basket 12 €A
HANDRAIL
8"x8"x16" SPLIT FACE SEDONA RED BOTH SIDES | oA s
<lr CMU WALL WITH #4 F. @ 16" O.C. 1"'-0 @ 509-2 18"x9'x15' Gabion Mattress 4 | EA
/_ and #4 VERT. @ —|<—
L FILL WITH GROUT 1 1/2" 509-3 3'x3'x4.5' Gabion Basket 8 |EA
' and CROWN TOP _\
) + _ 1"=0 |_| / [] 17.78 FG 610 Strip & Sign Accessible Parking Spaces 1]|LS
° 1 °) 4" DG G L e et bumesterndosuro— 1ol
1 6” SCHEDULE 40 GALV. N 28 2682 gle-Bumpstertad S AN
| " STEEL BOLLARD $\\/ STEEL POST [j 7 ) > “ SR
' 4" FROM WALL (TYP) 1 “ “ \\/>/<\\,(\\/\/\\/A\//\ 206-2 ADA Ramp with Handrails 2 |EA
E|L ; 1 ////\\//\/\ 4" ABC 214-1 Concrete Steps with Handrails 1|LS
I 7/_/ AN G K CONCRETE STEPS
. = ! AR /x\/_ 5 3/4” @ 213-4 Removable Chain Barricade 2 |EA
© - 3 /_SSSERETE POST 15.35 FG
o~ * — @ 702-3 Install Lockable Electric Outlet 5| EA
o f—=ll=—4" i ouTsds gosT STAIR AND HANDRAIL DETAIL /1 & SRR Pr——
- ectrical Conduit 68 | LF
TYP. WALL SECTION TYP. STEEL BOLLARD 1/4"=1-0" v
700-2 11/2" PVC Electrical Conduit 1073 | LF
DUMPSTER ENCLOSURE DETAIL /f
NO SCALE _
A DRAWING NO.
Contact Arizona 811 at least two full REVISIONS JOB NO: 22015 CITY OF SEDOAN 2\~
working days before you begin excavation NO. | DESCRIPTION DATE BY S ”I 75 Kallof Place - R 23 RANGER STATION PARK (250 BREWER ROAD) ARIZONA e C2
1 \ . Sedona, AZ 86336 - :
! /\ | REVISIONS PER COMMUNITY DEVELOPMENT REVIEW | 4/8/23 | MWJ 9728 282.1061 SCALE: AS SHOWN ' BECKWITH
\ 928.282.2058 fax DRAWN: MY
ABIZONA Shephard A Wesnitzer, Inc. S — NOTES & DETAILS SHT No.|  OF
il www.ardurra.com i
Ca” 811 or C“Ck ArI20n381100m An/\ ARDURRA Company CHECKED: AHB 2 9
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FLOOD ZONE INFORMATION WAS
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OBTAINED FROM FEMA PER FEMA
MAP 04005C7657H EFFECTIVE DATE
MARCH 21, 2023.

= = EFFECTIVE LOMRs

SPECIAL FLOOD HAZARD AREAS

ZONE A

0.2% annual chance Flood
Hazard Zone X

FLOOD NOTE:

THE CUMULATIVE EFFECT OF THE PROPOSED
DEVELOPMENT, WHEN COMBINED WITH ALL
OTHER EXISTING AND ANTICIPATED
DEVELOPMENT, WILL NOT INCREASE THE
WATER SURFACE ELEVATION OF THE BASE
FLOOD MORE THAN ONE FOOT AT ANY POINT
WITHIN THE COMMUNITY.
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\ /A o INSTALL WATER SHUTOFF VALVE

DEMOLITION KEYNOTES

REMOVE AND DISPOSE EXISTING CONCRETE
SAWCUT EXISTING ASPHALT

REMOVE AND DISPOSE EXISTING ASPHALT

KEYNOTES

INSTALL 17 WATER SERVICE LINE

INSTALL 4" GRAVITY SEWER LINE (SDR—35)

INSTALL 4” SEWER CLEANOUT PER M.A.G. STD. DTL 440-3
CONSTRUCT CONCRETE WALKWAY PER DETAIL A/C2.
CONSTRUCT CONCRETE DRIVEWAY ENTRANCE PER DETAIL C/C2
ABC SURFACE PER DETAIL D ON C2.

STABILIZED DECOMPOSED GRANITE (DG) SURFACING PER DETAIL B ON C2.

CONSTRUCT CONCRETE ADA RAMP WITH HANDRAILS. SLOPE SHALL NOT
EXCEED 1:12 (8.3%) AT INSIDE RADIUS, OR 30’ IN LENGTH PER ADA
STANDARDS.

INSTALL REMOVABLE CHAIN GATE PER LANDSCAPE PLANS

INSTALL CURB STOP PER LANDSCAPE PLANS

1. DEMOLISH AND REMOVE EXISTING SIDEWALK AND STAIRS AND RECONSTRUCT PER
LANDSCAPE PLANS.
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j
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Contact Arizona 811 at least two full
working days before you begin excavation
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Call 811 or click Arizona811 .co
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FEMA LEGEND

FLOOD ZONE INFORMATION WAS
GENERATED FROM GIS DATA
OBTAINED FROM FEMA PER FEMA
MAP 04005C7657H EFFECTIVE DATE

DEMOLITION KEYNOTES

MARCH 21, 2023.

= = EFFECTIVE LOMRs

SPECIAL FLOOD HAZARD AREAS

FLOOD NOTE:

THE CUMULATIVE EFFECT OF THE PROPOSED
DEVELOPMENT, WHEN COMBINED WITH ALL
OTHER EXISTING AND ANTICIPATED

1 REMOVE AND DISPOSE EXISTING CONCRETE

2 REMOVE AND DISPOSE EXISTING RIP RAP

3 REMOVE AND DISPOSE EXISTING STORMDRAIN PIPE

ZONE A
4| REMOVE AND DISPOSE EXISTING HEADWALL

0.2% annual chance Flood

2% qnoudl of /AN | 5| SAWCUT EXISTING ASPHALT

6 REMOVE AND DISPOSE EXISTING ASPHALT

CONSTRUCTION KEYNOTES

DEVELOPMENT, WILL NOT INCREASE THE
WATER SURFACE ELEVATION OF THE BASE
FLOOD MORE THAN ONE FOOT AT ANY POINT
WITHIN THE COMMUNITY.

WATER COMPANY STANDARDS

2" FOR IRRIGATION.

SUBGRADE PREP.

BOEOE®EOOROEOEEOEE®E®EEO@@@O@®OW®E

NOTES:

INSTALL 1" WATER SERWVICE LINE
INSTALL 1 1/2" WATER SERVICE LINE (C—900 PVC) PER ARIZONA

INSTALL WATER SHUTOFF VALVE
INSTALL BACKFLOW PREVENTION DEMICE. 1 1/2” FOR DOMESTIC AND

PROTECT EXISTING TREE IN PLACE

ABC SURFACE PER DETAIL D ON C2.

INSTALL RIPRAP D50=4" 8" THICK

INSTALL 4" GRAVITY SEWER LINE (SDR-35)

CONSTRUCT SEAT WALL PER DETAIL H ON C2.

CONSTRUCT CONCRETE WALKWAY PER DETAIL A/C2.

CONSTRUCT CONCRETE SLAB PER DETAIL C/C2.

INSTALL (3) 3'x3'x3’ GABION BASKETS
INSTALL 18"x9°x15’ GABION MATTRESS

INSTALL 3'x3'x4.5" GABION BASKETS ON EACH END

CONSTRUCT CONCRETE STEPS PER DETAIL |1/C2

INSTALL CURB STOP PER LANDSCAPE PLANS

INSTALL 2" WATER SERVICE METER PER ARIZONA WATER COMPANY
STD. DTL. E=9—11—1 WITH (20 LF) 2" WATER LINE.

CONNECT RESTROOM PLUMBING TO EXISTING SEWER LINE. REMOVE AND
DISPOSE EXISTING SEWER LINE NOT IN USE.

INSTALL 4" SEWER CLEANOUT PER M.A.G. STD. DTL 440-3

INSTALL 18" CMP EXTENSION WITH FLARED END SECTION.

INSTALL 12" HDPE STORM DRAIN. OUTLET INV=4211.00

CONSTRUCT CONCRETE DRIVEWAY ENTRANCE PER DETAIL C/C2

STABILIZED DECOMPOSED GRANITE (DG) SURFACING PER DETAIL B ON C2.

CONSTRUCT CONCRETE ADA PARKING PER DETAIL C ON C2.

STRIPE AND SIGN ACCESSIBLE SPACES PER SEDONA DREAM 3.4.C.

INSTALL REMOVABLE CHAIN GATE PER LANDSCAPE PLANS

\ 2. REMOVE EXISTING HEADWALL AND TRIM EXISTING STORM DRAIN PIPE. EXTEND STORM

DRAIN AND INSTALL A FLARED END SECTION.

INVERT TO MATCH EXISTING GRADE.

\ / \ REPAIR EXISTING RIP RAP AS NECESSARY FOR INSTALLATION OF FES.

4230 4230
4220 CONCRETE WALKING PATH 4220
ELEV 4210.34
INV: 4208.89
EXISTING
GRADE
420 | 4210
INV:4208.48
4200 4200
15.00 LF
12" SD (CMP)
2.75%
4190 4190
STORMDRAIN SECTION /" a
NO SCALE \\C_S)
DRAWING NO.

Contact Arizona 811 at least two full
working days before you begin excavation
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Call 811 or click Arizona811 .co

/ BLUE STAKE INC

REVISIONS
NO. | DESCRIPTION DATE BY
A REVISIONS PER COMMUNITY DEVELOPMENT REVIEW 4/8/23 MWJ
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Shephard A \Wesnitzer, Inc.
An/\ ARDURRA Company

75 Kallof Place
Sedona, AZ 86336
928.282.1061
928.282.2058 fax

www.ardurra.com
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Contact Arizona 811 at least two full REVISIONS JOB NO: 22015 CITY OF SEDOAN
working days before you begin excavation NO. | DESCRIPTION DATE BY S ”I 75 Kallof Place ATE: R RANGER STATION PARK (250 BREWER ROAD) ARIZONA
1 . Sedona, AZ 86336 .
/\ | REVISIONS PER COMMUNITY DEVELOPMENT REVIEW | 4/8/23 | MWJ 928.282.1061 SCALE: AS SHOWN
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—— e S~ DESIGN: AHB
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An /\ ARDURRA Company

www.ardurra.com

CHECKED: AHB

DRAWING NO.

C6

SHT NO. OF



http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com

PLOTTED: Apr 20, 2023—4:26pm

FILE: P:\2022\22015\DRAWINGS\CONSTRUCTION PLANS\22015—ELECTRICAL PLAN.DWG MJUNG

TS

@@@

(3) #10 CU CONDUCTORS

(ONE HOT, ONE NEUTRAL, ONE GROUND)

THHN STRANDED

COMMUNITY-

FUTURE

1Ty
ORT

SCALE 1" : 20°

[

0 10 20

|
|

GAR

H

DEN-_

_

H

|

.

(3) #10 CU CONDUCTORS
(ONE HOT, ONE NEUTRAL, ONE GROUND)

(3) #12 CU CONDUCTORS
(ONE HOT, ONE NEUTRAL, ONE GROUND)
THHN STRANDED

//
e
=
[, —~
O
o
(@]
\ HISTORIC — |
HOUSE- |

/]

ELECTRICAL KEYNOTES

(3) #10 CU CONDUCTORS

) (ONE HOT, ONE NEUTRAL, ONE GROUND)

-]

o~

#:

I/r

THHN STRANDED

4x4 POST —

@ INSTALL LOCKABLE ELECTRIC OUTLET PER DETAIL A/C7

@ INSTALL 1" PVC ELECTRICAL CONDUIT

INSTALL 1 1/2" PVC ELECTRICAL CONDUIT

"CONDUIT

~~<

:F LOT |

"

WITH MULE TAPE INSTALLED

FOR FUTURE APPLICATION
I

ﬁi:

TO BE STUBBED
UP AND CAPPED

®

|
'\

1G WP BOX 20A WP
GFCl @ WITH IN—USE
COVER

3/4” PVC CONDUIT

/—8x8x6 PVC J—BOX

/‘I 1/2" PVC CONDUIT

LOCKABLE OUTLET DETAIL /

NO SCALE w

BREWER ROAD

©@ ® ©® @ _
7R | | P B
CONDUIT TO BE STUBBED __~ S¥®
@ UP AND CAPPED |
& | |
© |
m | . !
~ @ kl
~_ | i
L SN |
~~. H |
QN S I:
| ~~~~~~~~ \
- ,
| PARKING O k¢
\!
M

&

LOS ABRIGADOS RESORT

PLAYGROUND

\LAWN AREA

\

\

1
[}
\
]
]
§

=

Contact Arizona 811 at least two full
working days before you begin excavation

AR|ZONA

7 BLUE STAKE, INC.

Call 811 or click Arizona811.com

REVISIONS
NO. | DESCRIPTION DATE BY
A REVISIONS PER COMMUNITY DEVELOPMENT REVIEW 4/8/23 MWJ

R ' %
n
Ll
“~ o
R Ty i 2
CONDUIT TO BE STUBBED N / =)
UP AND CAPPED @ @~ _—" 7 S N S - <
[ R O
~~~~~~~~ o
______________ m
- <
_______ n
(@)
i |
WITH MULE TAPE TNSTALLED
FOR FUTURE APPLICATION\ \\\
o CONDUIT TO BE STUBBED
UP AND CAPPED
PARKING LOT \)
WITH MULE TAPE INSTALLED \
FOR FUTURE APPLICATION / =
AN A i
\ |
;‘i / \\ \
/ / CONDUIT TO BE STUBBED
UP AND CAPPED
— \
7
= (3) #10 CU CONDUCTORS
— (ONE HOT, ONE NEUTRAL, ONE GROUND)
o THHN STRANDED
[ —
[ —
DRAWING NO.
JOB NO: 22015 CITY OF SEDOAN
75 Kallof Place ‘ RANGER STATION PARK (250 BREWER ROAD) ARIZONA C7
Sedona, AZ 86336 DATE: APR 23
928.282.1061 SCALE: 1"=20’
928.282.2058 fax DRAWN: MW
Shephard A Wesnitzer. Inc. S ——— ELECTRICAL PLAN SHT NO.| - OF
www.ardurra.com : ’
An /\ ARDURRA Company CHECKED: AHB 7 9



http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com

PLOTTED: Apr 20, 2023—4:27pm

FILE: P:\2022\22015\DRAWINGS\CONSTRUCTION PLANS\22015—SWPPP.DWG MJUNG

J

F—

|
|

J

|
H

|
|

LEGEND

SILT FENCE OR COIR LOG

STRAW ROLE / STRAW WATTLE PER DTL ON DWG C9

DISTURBED AREA HATCHING

RIP RAP

INLET PROTECTION PER DTL ON DWG C9

OUTLET PROTECTION PER DTL ON DWG C9

DRAINAGE FLOW

[T,
OR

SCALE 17 : 20’

g

0 10 20

CONSTRUCTION
ENTRANCE PER
DETAIL ON C9

—
L

CONSTRUCTION
ENTRANCE PER
DETAIL ON C9

Contact Arizona 811 at least two full
working days before you begin excavation

Z BLUE STAKE, INC. Q L

Call 811 or click Arizona811.com

AR|ZONA

REVISIONS
NO. | DESCRIPTION DATE BY
A REVISIONS PER COMMUNITY DEVELOPMENT REVIEW 4/8/23 MWJ

S/

Shephard A \Wesnitzer, Inc.
An/\ ARDURRA Company

75 Kallof Place
Sedona, AZ 86336
928.282.1061
928.282.2058 fax

www.ardurra.com

;‘/’jENO ii:; RANGER STATION PARK (250 BREWER ROAD) At
ﬁigﬁ: STORM WATER POLLUTION PREVENTION PLAN

DRAWING NO.

C8

SHT NO. OF



http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com
http://www.ardurra.com

PLOTTED: Apr 20, 2023—4:27pm

FILE: P:\2022\22015\DRAWINGS\CONSTRUCTION PLANS\22015—SWPPP.DWG MJUNG

EROSION & SEDIMENT CONTROL STANDARD NOTES

1.

10.

1.

12.

13.

14.

15.

16.
17.
18.
19.
20.

21,

22.

THE CONTRACTOR MUST NOTIFY BLUE STAKE AT 1-800—STAKE-IT AT LEAST 24 HOURS PRIOR TO THE
START OF CONSTRUCTION IN ACCORDANCE WITH APPLICABLE CITY ORDINANCES AND POLICIES.

THE CONTRACTOR GRANTS THE RIGHT-OF—ENTRY ON TO THIS PROPERTY TO THE DESIGNATED CITY
PERSONNEL FOR THE PURPOSE OF INSPECTING AND MONITORING FOR COMPLIANCE WITH EROSION AND
SEDIMENT CONTROL LAW AND THE DESIGN AND CONSTRUCTION STANDARDS MANUAL.

ALL EROSION CONTROL MEASURES SHOWN ON THE APPROVED PLAN MUST BE IN PLACE AND INSPECTED
AND APPROVED BY THE CITY PRIOR TO CLEARING, STRIPPING OF TOPSOIL OR GRADING.

THE CONTRACTOR SHALL POST A SIGN AT THE MAIN ENTRANCE TO THE CONSTRUCTION SITE CONTAINING
THE AZPDES AUTHORIZATION NUMBER AND/OR COPY OF NOTICE OF INTENT AUTHORIZATION,
CONSTRUCTION SITE OPERATOR CONTACT NAME AND TELEPHONE NUMBER, A BRIEF PROJECT DESCRIPTION,
AND THE LOCATION OF THE APPROVED STORM WATER POLLUTION PREVENTION PLAN. THE SIGN SHALL
ALSO DISPLAY THE NAME, CONTACT INFORMATION, AND QUALIFICATIONS OF THE PERSONNEL PERFORMING
ROUTINE INSPECTIONS.

THE CONTRACTOR’S REPRESENTATIVE IS RESPONSIBLE FOR THE INSTALLATION OF ANY ADDITIONAL
EROSION  CONTROL MEASURES NECESSARY TO PREVENT EROSION AND SEDIMENTATION.

ALL DISTURBED AREAS ARE TO DRAIN TO APPROVED SEDIMENT CONTROL MEASURES AT ALL TIMES DURING
LAND DISTURBING ACTIVITIES AND DURING SITE DEVELOPMENT UNTIL COMPLETE AND ADEQUATE
STABILIZATION IS ACHIEVED.

WATER MUST BE PUMPED INTO AN APPROVED FILTERING DEVICE DURING DEWATERING OPERATIONS.

THE CONTRACTOR’S REPRESENTATIVE SHALL INSPECT AND DOCUMENT ALL EROSION AND SEDIMENT
CONTROL MEASURES DAILY AND AFTER EACH SIGNIFICANT RAINFALL. THE FOLLOWING ITEMS WILL BE
CHECKED IN PARTICULAR:

8.A. SEDIMENT BASINS WILL BE CLEANED OUT WHEN THE LEVEL OF SEDIMENT BUILDUP REACHES THE
CLEANOUT ELEVATION INDICATED ON THE RISER PIPE. SEDIMENT SHALL BE DISPOSED IN SUITABLE
AREAS AND IN SUCH A MANNER THAT WILL NOT ERODE OR CAUSE SEDIMENTATION PROBLEMS. THE
BASIN EMBANKMENT SHOULD BE CHECKED REGULARLY TO ENSURE THAT IT STRUCTURALLY SOUND
AND HAS NOT BEEN DAMAGED BY EROSION OR CONSTRUCTION EQUIPMENT. EMERGENCY SPILLWAYS
SHOULD BE CHECKED REGULARLY TO ENSURE THAT ITS LINING IS WELL ESTABLISHED AND EROSION
RESISTANT.

8.B. SEDIMENT BASINS WILL BE CHECKED REGULARLY FOR SEDIMENT CLEANOUT. SEDIMENT SHALL BE
REMOVED AND THE BASIN RESTORED TO ITS ORIGINAL DIMENSIONS WHEN THE SEDIMENT HAS
ACCUMULATED TO ONE HALF THE DESIGN VOLUME OF THE WET STORAGE. SEDIMENT REMOVED
FROM THE BASIN SHALL BE DEPOSITED IN A SUITABLE AREA AND IN A SUCH A MANNER THAT IT
WILL NOT ERODE AND CAUSE SEDIMENTATION PROBLEMS.

8.C. GRAVEL OUTLETS WILL BE CHECKED REGULARLY FOR SEDIMENT BUILDUP WHICH WILL PREVENT
DRAINAGE. IF THE GRAVEL IS CLOGGED BY SEDIMENT, IT SHALL BE REMOVED AND CLEANED OR
REPLACED.

8.D. SILT FENCE BARRIERS WILL BE CHECKED REGULARLY FOR UNDERMINING OR DETERIORATION OF THE
FABRIC. SEDIMENT SHALL BE REMOVED WHEN THE LEVEL OF SEDIMENT DEPOSITION REACHES HALF
WAY TO THE TOP OF THE BARRIER.

8.E. SEEDED AREAS WILL BE CHECKED REGULARLY TO ENSURE THAT A GOOD STAND IS MAINTAINED.
AREAS SHOULD BE FERTILIZED AND RESEEDED AS NEEDED.

8.F.  STREAM DIVERSION AND STORM CONVEYANCE CHANNELS SHALL BE INSPECTED DAILY AND AFTER
EACH RAIN TO ENSURE THEY'RE FUNCTIONING PROPERLY AND THAT THE INTEGRITY OF THE LININGS
ARE NOT IMPAIRED. ANY NECESSARY REPAIRS OR CLEANUP TO MAINTAIN THE EFFECTIVENESS OF
THE EROSION CONTROL DEVISES MUST BE MADE IMMEDIATELY AFTER THE INSPECTION.

INSPECTION FORMS SHALL BE COMPLETED BY THE CONTRACTOR'S INSPECTOR WITH THE MINIMUM
FOLLOWING INFORMATION: INSPECTION DATE, TITLE AND QUALIFICATIONS OF EACH INSPECTOR, WEATHER
INFORMATION FOR PERIOD SINCE LAST INSPECTION, LOCATION OF DISCHARGE OF SEDIMENT OR OTHER
POLLUTANTS, LIST OF BMPS THAT NEED TO BE MAINTAINED OR INADEQUATE, LIST ADDITIONAL NEEDED
BMPS, CORRECTIVE ACTION REQUIRED, SOURCES OF ALL NON-STORMWATER AND CONTROL MEASURES,
DATES WHEN MAJOR GRADING ACTIONS OCCURRED, POLLUTANT DISCHARGE STATUS OF STORAGE AREAS,
AND DATES WHEN CONSTRUCTION ACTIVITIES CEASED.

CONTRACTOR IS RESPONSIBLE FOR MAINTAINING INSPECTION RECORDS FOR AT LEAST THREE (3) YEARS
FOLLOWING THE COMPLETION OF PROJECT.

THE SWPPP SHALL BE MODIFIED BY THE CONTRACTOR WITHIN 7 CALENDAR DAYS FOLLOWING THE
INSPECTION OF AN INADEQUATE BMP WHEN NEEDED. BMPS SHALL BE MODIFIED OR ADDED AS SOON AS
PRACTICABLE AFTER THE BMP HAS BEEN DETERMINED INADEQUATE.

SEDIMENT BASIN MEASURES WILL BE INSTALLED AS A FIRST STEP IN GRADING AND WILL BE SEEDED AND
MULCHED IMMEDIATELY FOLLOWING INSTALLATION.

PERMANENT SOIL STABILIZATION SHALL BE APPLIED TO DENUDED AREAS WITHIN SEVEN (7) DAYS AFTER
FINAL GRADE IS REACHED AND ALL WORK COMPLETED ON ANY PORTION OF THE SITE. TEMPORARY SOIL
STABILIZATION SHALL BE APPLIED WITHIN SEVEN (7) DAYS TO DENUDED AREAS THAT MAY NOT BE AT
FINAL GRADE BUT WILL REMAIN UNDISTURBED FOR LONGER THAN FOURTEEN (14) DAYS. ROADS AND
PARKING AREAS SHALL BE STABILIZED AS SOON AS PRECIPITATION OR IRRIGATION IS AVAILABLE.

ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES WILL BE REMOVED WITHIN 30 DAYS AFTER
ADEQUATE SITE STABILIZATION AND AFTER THE TEMPORARY MEASURES ARE NO LONGER NEEDED, AS
AUTHORIZED BY THE CITY INSPECTORS. TRAPPED SEDIMENT AND THE DISTURBED SOIL AREAS RESULTING
FROM THE DISPOSITION OF TEMPORARY MEASURES WILL BE PERMANENTLY STABILIZED TO PREVENT
FURTHER EROSION AND SEDIMENTATION.

WHEN SEDIMENT IS TRANSPORTED ONTO A PAVED ROAD SURFACE, THE ROAD WILL BE CLEANED
THOROUGHLY AT THE END OF EACH DAY. SEDIMENT WILL BE REMOVED FROM THE ROADS BY SHOVELING
OR SWEEPING AND TRANSPORTED TO A SEDIMENT CONTROL DISPOSAL AREA. STREET WASHING WILL BE
ALLOWED ONLY AFTER SEDIMENT IS REMOVED IN THIS MANNER.

AREAS WHICH ARE NOT TO BE DISTURBED WILL BE CLEARLY MARKED BY FLAGS, SIGNS, ETC.
FLOOD PLAIN LIMITS SHALL BE CLEARLY MARKED IN THE FIELD BY FLAGS, SIGNS, ETC.

TREE SAVE AREAS SHALL BE CLEARLY MARKED IN THE FIELD BY ORANGE SAFETY FENCE.
ORANGE SAFETY FENCE MUST BE INSTALLED AROUND ALL SILT TRAPS AND SEDIMENT BASINS.

SEEDING AND MULCHING SHALL BE IN ACCORDANCE WITH THE SPECIFICATIONS AND CONTRACT
DOCUMENTS.

THE SWPPP SHALL BE MODIFIED BY THE CONTRACTOR WITHIN 15 BUSINESS DAYS FOLLOWING ANY CHANGE
IN DESIGN, CONSTRUCTION OPERATION, OR MAINTENANCE THAT HAS A SIGNIFICANT EFFECT ON DISCHARGE
OR NOT PREVIOUSLY ASSESSED IN THE SWPPP.

THE SWPPP SHALL BE MODIFIED BY THE CONTRACTOR WITHIN 15 BUSINESS DAYS IF IT IS DETERMINED
THAT DISCHARGE IS CAUSING OR CONTRIBUTING TO WATER QUALITY EXCEEDENCES OR THE SWPPP IS
INEFFECTIVE.

EROSION CONTROL MEASURES

ALL VEGETATIVE AND STRUCTURAL EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE CONSTRUCTED

AND MAINTAINED ACCORDING TO MINIMUM STANDARDS AND SPECIFICATIONS

ESTABLISHED HEREIN.

VEGETATIVE PRACTICES

1.

TOP SOILING (STOCKPILE) TOPSOIL WILL BE STRIPPED FROM AREAS TO BE GRADED AND STOCKPILED FOR
LATER USE. STOCKPILE LOCATIONS ARE TO BE STABILIZED WITH TEMPORARY VEGETATION. PRIOR TO
LAND DISTURBING ACTIVITIES, THE CONTRACTOR SHALL SUBMIT A SUPPLEMENTARY EROSION & SEDIMENT
PLAN TO THE OWNER COVERING THE STOCKPILE AREA WHICH MAY HAVE TO BE APPROVED BY THE PLAN
APPROVING AUTHORITY BEFORE ANY ACTIVITY COMMENCES.

TEMPORARY SEEDING ALL DENUDED AREAS WHICH WILL BE LEFT DORMANT FOR EXTENDED PERIODS OF
TIME SHALL BE SEEDED WITH FAST GERMINATING TEMPORARY VEGETATION IMMEDIATELY FOLLOWING
GRADING. SELECTION OF THE SEED MIXTURE WILL DEPEND ON THE TIME OF YEAR IT IS APPLIED.

MANAGEMENT STRATEGIES

1.

10.

1.

CONSTRUCTION WILL BE SEQUENCED SO THAT GRADING OPERATIONS CAN BEGIN AND END AS QUICKLY AS
POSSIBLE.

INSTALL TEMPORARY CONSTRUCTION ENTRANCE. MUD AND DEBRIS SHALL BE WASHED FROM ALL
CONSTRUCTION VEHICLES AND EQUIPMENT BEFORE LEAVING THE SITE. A WATER TANK TRUCK WILL BE
USED IF PUBLIC WATER IS UNAVAILABLE.

INSTALL PERIMETER CONTROLS AS SHOWN TO INCLUDE DIVERSION DIKES AND SILT FENCE. SEDIMENT
TRAPPING MEASURES SHALL BE INSTALLED AS A FIRST STEP IN GRADING.

GRADING OPERATIONS MAY COMMENCE ONCE PERIMETER CONTROLS, DIVERSIONS AND TRAPPING MEASURES
ARE INSTALLED.

FILL SLOPE SURFACES SHALL BE LEFT IN ROUGHENED CONDITION TO REDUCE SHEET AND RILL EROSION
OF THE SLOPES. THE CONTRACTOR SHALL REDIRECT CONCENTRATED FLOW AWAY FROM THE FILL
SLOPES BY INSTALLING EARTH BERMS AND DIRECT THE RUN—OFF TO STABILIZED OUTLET OR SEDIMENT
BASIN AND TRAPPING DEVICES.

TEMPORARY SEEDING OR OTHER STABILIZATION METHODS WILL FOLLOW IMMEDIATELY AFTER GRADING.

ONCE THE UTILITIES, CURB AND GUTTER, AND THE ROADS ARE BROUGHT NEAR FINAL GRADE IN A
MANNER SUCH THAT STORM SEWER SYSTEMS ARE FUNCTIONAL, INSTALL THE STANDARD INLET
PROTECTION AROUND THE STRUCTURES AND SILT FENCE ALONG THE SITE PERIMETER.

ONCE LOT GRADES ARE ESTABLISHED TO CREATE SHEET FLOW CONDITIONS IN ACCORDANCE WITH
REQUIRED DRAINAGE PATTERNS, THE CONTRACTOR MAY INSTALL SILT FENCE AND REMOVE EXISTING
DIVERSION DIKES AND BASIN ALONG THE SITE PERIMETER WHEN AUTHORIZED BY THE INSPECTOR.
INSTALL CHECK DAMS AND OUTLET PROTECTION AS SHOWN ON THE PLAN.

FOR VEGETATIVE STABILIZATION OF ALL DENUDED AREAS SEE EROSION CONTROL MEASURES AND
VEGETATIVE PRACTICES.

THE JOB SUPERINTENDENT SHALL BE RESPONSIBLE FOR THE INSTALLATION AND MAINTENANCE OF ALL
EROSION AND SEDIMENT CONTROL PRACTICES.

AFTER ACHIEVING ADEQUATE STABILIZATION, THE TEMPORARY EROSION & SILTATION CONTROLS WILL BE
CLEANED UP AND REMOVED FROM THE SITE.

MAINTENANCE

IN GENERAL, ALL EROSION & SEDIMENT CONTROL MEASURES WILL BE CHECKED DAILY AND AFTER EACH
SIGNIFICANT  RAINFALL. REFER TO THE ATTACHED EROSION & SEDIMENT CONTROL STANDARD NOTES FOR
DETAILED MAINTENANCE AND REVEGATATION / STABILIZATION REQUIREMENTS. GENERAL LAND CONSERVATION
NOTES

1.

VEGETATED STABILIZATION MEASURES MUST BE INITIATED AS SOON AS PRECIPITATION OR IRRIGATION IS
AVAILABLE.

ALL EROSION AND SILTATION CONTROL MEASURES ARE TO BE PLACED PRIOR TO OR AS THE FIRST STEP
IN GRADING. FIRST AREAS TO BE CLEARED ARE TO BE THOSE REQUIRED FOR THE PERIMETER
CONTROLS.

ALL STORM AND SANITARY LINES NOT IN STREET ARE TO BE MULCHED AND SEEDED AS SOON AS
PRECIPITATION OR IRRIGATION IS AVAILABLE.

ELECTRIC POWER, TELEPHONE, AND GAS SUPPLY TRENCHES ARE TO BE COMPACTED, SEEDED, AND
MULCHED AS SOON AS PRECIPITATION OR IRRIGATION IS AVAILABLE.

DURING CONSTRUCTION, ALL STORM SEWER INLETS WILL BE PROTECTED BY INLET PROTECTION DEVICES,
MAINTAINED AND MODIFIED AS REQUIRED BY CONSTRUCTION PROGRESS.

ANY DISTURBED AREAS NOT PAVED, SODDED OR BUILT UPON IS TO BE MULCHED WITH HAY OR STRAW
MULCH AT THE RATE OF TWO TONS PER ACRE AND OVER-SEEDED AS SOON AS PRECIPITATION OR
IRRIGATION IS AVAILABLE.

AT THE COMPLETION OF CONSTRUCTION PROJECTS, AND PRIOR TO THE RELEASE OF THE BOND, ALL
TEMPORARY SILTATION AND EROSION CONTROLS SHALL BE REMOVED AND DISTURBED AREAS SHALL BE
STABILIZED.

TEMPORARY DIVERSIONS, SEEDED AND MULCHED OR SILT FENCE AND OTHER CONTROL MEASURES AS
NECESSARY ARE TO BE PLACED AS INDICATED ON THE DRAWINGS PRIOR TO OR THE FIRST STEP IN
EXCAVATION.

WHERE CONSISTENT WITH JOB SAFETY REQUIREMENTS, ALL EXCAVATED MATERIAL IS TO BE PLACED ON
THE UPHILL SIDE OF TRENCHES. NO MATERIAL IS TO BE PLACED IN STREAMBEDS. NO STOCKPILE IS
PERMITTED. WHERE SOIL IS PLACED ON DOWNHILL SIDE OF TRENCHES, IT IS TO BE BACK—SLOPE TO DRAIN
TOWARD THE TRENCH. WHEN NECESSARY TO DEWATER THE TRENCHES, THE PUMP DISCHARGE HOSE
MUST OUTLET IN A STABILIZED AREA TO AN EXISTING STORM INLET OR DITCH IF NO INLET AVAILABLE.

GENERAL NOTES

1.

ALL CONSTRUCTION SHALL CONFORM TO CITY OF SEDONA CODES, MAG STANDARDS, AZPDES STANDARDS
AND SPECIFICATIONS AND GENERALLY ACCEPTED CONSTRUCTION PRACTICE.

THESE PLANS REPRESENT A REASONABLE EFFORT TO IMPLEMENT THE MOST CURRENT BEST MANAGEMENT

PRACTICES (BMPS) IN MITIGATING STORM WATER POLLUTION DURING CONSTRUCTION. THE EFFECTIVENESS
OF THE MITIGATION MEASURES DEPICTED IN THESE PLANS DEPEND IN PART ON PROPER INSTALLATION,
IMPLEMENTATION, MAINTENANCE, AND REPAIR OF THE DEVICES SELECTED.

THE DETAILS SHOWN ON THE DETAIL SHEET ARE BY SWI AND BY EROSION DRAW 4.0 (COPYRIGHT 2002
JOHN MCULLAH) UNDER A LICENSE AGREEMENT.

TOPOGRAPHIC AND BASE MAP INFORMATION (SHOWN FADED ON PLANS) PROVIDED BY COOPER AERIAL.

SILT FENCE AND SLOPE TREATMENT LOCATIONS SHOWN ARE APPROXIMATE. THE CONTRACTOR IS
RESPONSIBLE FOR DETERMINING EXACT FILL SLOPE LOCATIONS AND PROVIDING SILT FENCE FOR ALL FILL
SLOPES.

GENERAL EROSION CONTROL NOTES

1.

A STANDBY CREW FOR EMERGENCY WORK SHALL BE AVAILABLE AT ALL TIMES DURING THE RAINY SEASON.
NECESSARY MATERIALS SHALL BE AVAILABLE ON SITE AND STOCKPILED AT CONVENIENT LOCATIONS TO
FACILITATE RAPID CONSTRUCTION OF TEMPORARY DEVICES OR TO REPAIR ANY DAMAGED EROSION
CONTROL MEASURES, ESPECIALLY WHEN RAIN IS IMMINENT.

1.

12.

13.

14.

15.

16.

17.
18.
19.
20.
21.
22.

23.
24,

25.

26.

27.

28.

29.

30.
31.

32.

33.

34.

35.

SE

CLEAN UP SPILLS WITH ABSORBENT MATERIALS.
OLD ASPHALT MUST BE DISPOSED OF PROPERLY.
KEEP WORK SITE CLEAN AND ORDERLY DAILY.
PROPERLY STORE PAINTS AND SOLVENTS.

PERMANENTLY MARK STORM DRAIN STRUCTURES IN A MANNER APPROVED BY THE CONSTRUCTION
INSPECTOR TO MINIMIZE INADVERTENT DISPOSAL OF RESIDUAL PAINTS, SOLVENTS, OR ANY OTHER
POLLUTANT.

ALLOW MATERIAL DELIVERY AND STORAGE ONLY IN DESIGNATED AREAS AND AVOID TRANSPORT NEAR
DRAINAGE PATHS AND WATERWAYS.

MINIMIZE THE USE OF HAZARDOUS MATERIALS ON SITE.

CLEAN UP LEAKS AND SPILLS IMMEDIATELY.

USE WATERTIGHT DUMPSTERS FOR TRASH AND CONSTRUCTION WASTE.

COLLECT SITE TRASH AS NEEDED, ESPECIALLY DURING RAINY OR WINDY CONDITIONS.
ARRANGE FOR REGULAR WASTE COLLECTION BEFORE CONTAINERS OVERFLOW.

DO NOT ALLOW BRUSHES OR PAINT CONTAINERS TO BE CLEANED OUT IN THE DIRT, STREET, GUTTER, OR
STORM DRAINS.

STORE AND COVER DRY AND WET MATERIALS FROM CONCRETE PLACEMENT AWAY FROM DRAINAGE AREAS.

PERFORM WASHOUT OF CONCRETE TRUCKS IN DESIGNATED AREAS ONLY. WASHOUT AREAS SHALL BE
AWAY FROM STORM DRAINS, OPEN DITCHES, OR STREETS.

TEMPORARY SANITARY FACILITIES SHALL BE MAINTAINED IN GOOD WORKING ORDER BY A LICENSED
SERVICE.

CONTRACTOR SHALL BE RESPONSIBLE FOR UPDATING HIS PLAN THROUGHOUT CONSTRUCTION AND
INDICATE ANY AND ALL REVISIONS / UPDATES ON THIS PLAN.

CONTRACTOR SHALL CONDUCT HIS OPERATIONS IN SUCH A MANNER THAT STORM WATER WILL BE
CONTAINED WITHIN THE PROJECT OR CHANNELED INTO THE STORM DRAIN SYSTEM PROVIDED THAT IT IS
FREE FROM POLLUTANTS AND DEBRIS.

CITY APPROVAL OF PLANS DOES NOT RELIEVE THE DEVELOPER FROM CORRECTING ERRORS OR OMISSIONS
DISCOVERED DURING CONSTRUCTION. CONFORMANCE WITH THE REQUIREMENTS OF THIS PLAN SHALL IN
NO WAY RELIEVE THE DEVELOPER FROM HIS RESPONSIBILITIES TO THE SITE AND ADJACENT PROPERTIES.
TEMPORARY EROSION CONTROL SHALL CONSIST OF, BUT NOT BE LIMITED TO, CONSTRUCTING SUCH
FACILITIES AND TAKING SUCH MEASURES AS ARE NECESSARY TO PREVENT, CONTROL AND ABATE WATER,
MUD AND EROSION DAMAGE TO PUBLIC AND PRIVATE PROPERTY AS A RESULT OF THE CONSTRUCTION OF
THIS PROPERTY.

CLEARING AND GRUBBING SHOULD BE LIMITED TO AREAS THAT WILL RECEIVE IMMEDIATE GRADING.
EROSION CONTROL MEASURES WILL BE REQUIRED TO PROTECT AREAS WHICH HAVE BEEN CLEARED AND
GRUBBED. THESE MEASURES MAY INCLUDE BUT NOT BE LIMITED TO: GRADED DITCHES, SAND OR GRAVEL
BAGS, BARRIERS AND SILT FENCING. CARE SHALL BE EXERCISED TO PRESERVE VEGETATION BEYOND
LIMITS OF GRADING AND PREVENT SEDIMENT DISCHARGE WHILE CONSTRUCTION IN THIS AREA IS ACTIVE.

SEDIMENT CONTROL SHALL BE USED AT THE TOE OF ANY ERODIBLE SLOPE.

CONTRACTOR SHALL IMMEDIATELY RESTORE ANY DAMAGED EROSION CONTROL MEASURE WITHIN THE
PROJECT BOUNDARY.

FACES OF FINISHED CUT AND FILL SLOPES SHALL BE PREPARED AND MAINTAINED TO CONTROL AGAINST
EROSION. THESE PERMANENT CONTROL MEASURES MAY CONSIST OF ADEQUATE SEEDING, PLANTING AND
JUTE MATTING. THE PROTECTION FOR THE SLOPES SHALL BE INSTALLED AS SOON AS PRACTICABLE AND
PRIOR TO CALLING FOR FINAL APPROVAL.

AFTER A RAIN STORM, ALL SILT AND DEBRIS SHALL BE REMOVED FROM STREETS, CHECK BERMS AND
BASINS.

CONTRACTOR / SUBCONTRACTOR TRAINING IN SEDIMENT AND EROSION CONTROL IN ACCORDANCE WITH
AZPDES.

THE PERMITTEE AND CONTRACTOR SHALL BE RESPONSIBLE, AND TAKE NECESSARY PRECAUTIONS, TO
PREVENT PUBLIC TRESPASS ONTO AREAS WHERE IMPOUNDED WATER CREATES A HAZARDOUS CONDITION.

AL
SE

EDING AND MULCHING
L DISTURBED SLOPES SHALL BE MULCHED AND SEEDED PER THE FOLLOWING SEED SPECIFICATIONS:
ED SHALL BE OF VARIETY SPECIFIED, AND SHALL BE APPLIED AT THE RATE SPECIFIED.
SPECIES PURE LIVE SEED
RATE/ACRE

SAND DRIPSEED (SPOROBOLUS CRYPTANDRUS) 2 |B

SIDEOATS GRAMA (BOUTELOUS CURTIPENDULA) 10 LB

CRESTED WHEATGRASS (AGROPYRON CRISTATUM) 10 LB

SEEDING OPERATIONS SHALL NOT BE PERFORMED WHEN WIND WOULD PREVENT UNIFORM APPLICATION OF
MATERIALS OR WOULD CARRY SEEDING MATERIALS INTO AREAS NOT DESIGNATED TO BE SEEDED.

THE EQUIPMENT AND METHODS USED TO DISTRIBUTE SEEDING MATERIALS SHALL BE SUCH AS TO PROVIDE
AN EVEN AND UNIFORM APPLICATION OF SEED, MULCH AND OR OTHER MATERIALS AT THE SPECIFIED
RATES.

SEEDING OPERATIONS SHALL NOT BE PERFORMED ON UNDISTURBED SOIL OUTSIDE THE CLEARING AND
GRUBBING LIMITS OF THE PROJECT OR ON STEEP ROCK CUTS.

IMMEDIATELY BEFORE SEEDING, THE SURFACE AREA SHALL BE RAKED OR OTHERWISE LOOSENED TO
OBTAIN A SMOOTH FRIABLE SURFACE FREE OF EARTH CLODS, HUMPS AND DEPRESSIONS. LOOSE STONES
HAVING A IMENSION GREATER THAN ONE INCH AND DEBRIS BROUGHT TO THE SURFACE DURING
CULTIVATION SHALL BE REMOVED AND DISPOSED OF BY THE CONTRACTOR IN A MANNER APPROVED BY
THE ENGINEER.

THE AREA TO BE SEEDED SHALL BE ROUGHENED WITH GROOVES PARALLEL TO THE CONTOURS PRIOR TO
SEEDING. A BULLDOZER OR CRAWLER TRACTOR SHALL BE DRIVEN UP AND DOWN THE SLOPE PARALLEL
TO THE FALL LINE TO CREATE A TRACKWALKED SLOPE. THE SEEDS SHALL BE UNIFORMLY APPLIED IN A
DIRECTION PARALLEL TO THE CONTOURS OF THE SLOPE.

IMMEDIATELY AFTER SEEDING, THE AREA SHALL BE UNIFORMLY COVERED WITH SCREENED MANURE AT THE
RATE OF ONE CUBIC YARD PER 1,000 SQUARE FEET AND THEN WATERED UNTIL THE GROUND IS WET TO
A MINIMUM DEPTH OF TWO INCHES.

WATER SHALL BE FREE OF OIL, ACID, SALTS OR OTHER SUBSTANCES WHICH ARE HARMFUL TO PLANTS.
THE SOURCE SHALL BE AS APPROVED BY THE ENGINEER PRIOR TO USE.

THE CONTRACTOR SHALL PROTECT SEEDED AREAS FROM DAMAGE BY TRAFFIC OR CONSTRUCTION
EQUIPMENT. SURFACES WHICH ARE ERODED OR OTHERWISE DAMAGED FOLLOWING SEEDING AND PRIOR TO
FINAL ACCEPTANCE SHALL BE REPAIRED BY REGRADING, RESEEDING AND
THE ENGINEER.
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NOTES:
1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT
TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC RIGHT—OF—WAYS.
REQUIRE TOP DRESSING, REPAIR AND/OR CLEAN OUT OF ANY MEASURES USED

TO TRAP SEDIMENT.

PLAN
1”7 X 1" STAKE

(25 x 25mm)

THIS MAY

NOT TO SCALE

REMULCHING AS DIRECTED BY

2. WHEN NECESSARY, WHEELS SHALL BE NOTE:
CLEANED PRIOR TO ENTRANCE ONTO PUBLIC 1. STRAW ROLL INSTALLATION REQUIRES THE
RIGHT—OF —WAY. TEMRPX\R/?E PLACEMENT AND SIECURE STAK;NG OF THE ROLL IN
3. WHEN WASHING IS REQUIRED, IT SHALL BE A TRENCH, 3"-5" (75—125mm) DEEP, DUG ON
DONE ON AN AREA STABILIZED WITH CRUSHED CONSTRUCTION CONTOUR. RUNOFF MUST NOT BE ALLOWED TO RUN STRAWHOLLS
STONE THAT DRAINS INTO AN APPROVED UNDER OR AROUND ROLL.
SEDIMENT TRAP OR SEDIMENT BASIN. ENTRANCE/EXIT
\ . J
r \
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KEY IN FILTER CLOTH 6" MIN.;
RECOMMENDED FOR ENTIRE PERIMETER
SPECIAL APPLICATION
NOTES:;
1. APRON LINING MAY BE RIPRAP, GROUTED
RIPRAP, GABION BASKET, OR CONCRETE.
2. d= 1.5 TIMES THE MAXIMUM STONE
DIAMETER, BUT NOT LESS THAN 2" CULVERT INLET/
OUTLET PROTECTION
(WHERE NONE IS SPECIFIED ON CONSTRUCTION PLANS)
\ /)

STRUCTURAL PRACTICES 2. DEVICES SHALL NOT BE MOVED OR MODIFIED WITHOUT APPROVAL OF THE INSPECTOR.
1. TEMPORARY DIVERSION DIKE: A SYSTEM OF DIVERSION DIKES TO DIRECT FLOW INTO SEDIMENT BASINS WILL 3. ALL PROTECTIVE DEVICES SHOWN SHALL BE IN PLACE AT THE END OF EACH DAY.
BE INSTALLED WHERE APPLICABLE AND SPECIFIED. 4. AFTER A RAIN STORM, ALL SILT AND DEBRIS SHALL BE REMOVED FROM CHECK BERMS AND DESILTING
2. SILT FENCE BARRIER: SILT FENCE SEDIMENT BARRIERS WILL BE INSTALLED DOWNSLOPE OF AREAS WITH BASINS. ANY GRADED SLOPE SURFACE PROTECTION MEASURE DAMAGED DURING A RAIN STORM SHALL BE
MINIMAL GRADES TO FILTER SEDIMENT LADEN RUNOFF FROM SHEET FLOW AS INDICATED ON THE PLANS. IMMEDIATELY REPAIRED.
3 A TEMPORARY CONSTRUCTION ENTRANCE SHALL BE INSTALLED WHERE THE ACCESS AREA INTERSECTS 5. FILL SLOPES AT THE CONSTRUCTION SITE PERIMETER MUST DRAIN AWAY FROM THE TOPS OF THE SLOPES
WITH EXISTING ROADS DURING MUDDY CONDITIONS. DRIVERS OF CONSTRUCTION VEHICLES WILL BE AT THE END OF EACH DAY.
REQUIRED TO WASH THEIR WHEELS BEFORE ENTERING THE HIGHWAY. 6. A COPY OF THIS EROSION CONTROL PLAN SHALL BE MAINTAINED AT THE CONSTRUCTION SITE AND
4. TEMPORARY SEDIMENT BASIN: TEMPORARY PONDING AREAS, WHERE SPECIFIED, WILL BE FORMED BY ALWAYS AVAILABLE FOR REVIEW.
CONSTRUCTING AN EARTHEN EMBANKMENT WITH A STONE OUTLET. SPECIFIC DETAILS, WHERE APPLICABLE, 7. PROTECT ALL STORM DRAINAGE STRUCTURES FROM SEDIMENT CLOGGING BY PROVIDING INLET PROTECTION
OF THE SEDIMENT BASINS ARE SHOWN ON THE PLAN SHEETS. AT ALL OPENINGS.
5. STORM DRAIN INLET & SPILLWAY PROTECTION: ALL STORM SEWER INLETS AND SPILLWAYS SHALL BE 8. AVOID PAVING DURING WET WEATHER.
PROTECTED DURING CONSTRUCTION. SEDIMENT—LADEN WATER SHALL BE FILTERED BEFORE ENTERING THE
STORM SEWER INLETS AND CULVERTS. 9. STORE MATERIALS AWAY FROM DRAINAGE COURSES TO PREVENT CONTACT WITH STORM WATER.
10. PLACE DRIP PANS OR ABSORBENT MATERIALS UNDER CONSTRUCTION EQUIPMENT WHEN NOT IN USE.
DRAWING NO.
Contact Arizona 811 at least two full REVISIONS JOB NO: CITY OF SEDOAN
working days before you begin excavation NO. | DESCRIPTION DATE BY /5 Kallof Place DATE: RANGER STATION PARK (250 BREWER ROAD) ARIZONA C9
1 . Sedona, AZ 86336 .
/A\ | REVISIONS PER COMMUNITY DEVELOPMENT REVIEW | 4/8/23 | MWJ 928.282.1061 SCALE:
928.282.2058 fax DRAWN.
ARL §“/ Shephard A Wesnitzer. Inc. — SWPPP NOTES & DETAILS SHT No.|  OF
' www.ardurra.com :
Call 811 or Clle Arlzona81 1.com An /\ ARDURRA Company CHECKED: 9 9
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