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PROJECT NUMBER

PROJECT NAME

SHEET NUMBER

SHEET TITLE

PROJECT MANAGER

ISSUE/REVISION RECORD

PROFESSIONAL IN CHARGE

30 Executive Park, Suite 100

Irvine, CA 92614

DRAWN BY

CIRCLE K
STORE # 

SEDONA,
ARIZONA
NEC AZ-89A
& SOUTHWEST DRIVE

SITE PLAN

ARCH PROF IN CHARGE

ARCHITECT :
GREENBERG FARROW
30 EXECUTIVE PARK, SUITE 100
IRVINE, CA 92614
PHONE: (949) 296-0450
FAX: (949) 296-0479
CONTACT: DOUG COUPER

OWNER:
LAND DEVELOPMENT CONSULTANTS, LLC
11811 N. TATUM BLVD. #1051
PHOENIX, ARIZONA 85028
PHONE: (602) 850-8101
FAX: (602) 997-9807

CONTACT: MIKE SCARBROUGH

OWNER REPRESENTATIVE:

N

NEC ARIZONA STATE HIGHWAY 89A & SOUTHWEST DRIVE, SEDONA, AZ

PROJECT NAME: CIRCLE K CONVENIENCE STORE

ZONING INFORMATION

PROJECT INFORMATION

PROJECT ADDRESS: NEC AZ-89A & SOUTHWEST DRIVE, SEDONA, AZ

PROJECT DESCRIPTION: PROPOSAL FOR A NEW CONVENIENCE STORE WITH ASSOCIATED

FUEL SALES CONSISTING OF A 6,250 S.F. CONVENIENCE STORE, A

1,458 S.F. CAR WASH, AND A FUEL CANOPY WITH 5 FUEL PUMPS.

JURISDICTION: CITY OF SEDONA, AZ

EXISTING ZONING: CO (COMMERCIAL)

MAX. BLDG HEIGHT ALLOWED:       40' OVERALL

SETBACKS: 

FRONT: 10'

SIDE: 0'

REAR: 0'

STREET: 10'

ABUTTING RESIDENTIAL: 20'

SITE DATA

BUILDING AREA
CONVENIENCE STORE BLDG AREA 6,250 SF

PARKING REQUIREMENTS

PROPOSED ZONING:

PARCEL: APN: 408-24-536C

SITE

1. THIS IS A CONCEPTUAL SITE PLAN AND IS FOR PLANNING PURPOSES ONLY.

2. THIS SITE PLAN IS BASED ON A PDF OF THE ALTA SURVEY PREPARED

BY HELIX ENGINEERING, LLC, DATED 04/02/2020, AND AN AERIAL.

GENERAL NOTES

CIRCLE K NET SITE AREA:

BLDG HEIGHT PROVIDED:      23'-0"

CIRCLE K PARKING REQUIRED

25 SP

     STANDARD PARKING SPACES 24 SP

     ACCESSIBLE PARKING SPACES

1 SP

     TOTAL CIRCLE K PARKING PROVIDED 25 SP

CIRCLE K PARKING PROVIDED

    RETAIL: 1 SP/250 SF

BICYCLE PARKING PROVIDED

4 SP

CO (COMMERCIAL)

CIRCLE K STORES INC.
1120 WEST WARNER ROAD
TEMPE, ARIZONA 85284

FUEL CANOPY AREA 3,000 SF

VENDOR PARKING PROVIDED

2 SP

CAR WASH AREA 1,458 SF

VACUUM PARKING PROVIDED

3 SP

CSP 15.0W

±9.93% (4,327 SF/AC)CIRCLE K SITE COVERAGE

(BASED ON 6,250 SF BLDG AREA PLUS 1,458 SF CAR WASH AREA

AND ±1.781 AC OF NET SITE AREA)

±1.781 AC (± 77,602 SF)
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BUILDING FLOOR PLAN - BASED ON 5200ER
SCALE: AS NOTED

A-1 10/3/2022

CIRCLE K
NEC AZ-89A & SOUTHWEST DRIVE

SEDONA, AZ
20191225.0

LAND DEVELOPMENT CONSULTANTS, LLC

11811 N. Tatum Blvd. Ste.1051
Phoenix, Arizona 85028
Phone: (602) 850-8101; Fax: (602) 997-9807

CIRCLE K STORES INC.

1120 W. Warner Road
Tempe, Arizona 85284
t: (602) 728-4850 f: (602) 307-4850

30 Executive Park
Suite 100
Irvine, CA  92614
t: 949 296 0450
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CIRCLE K
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SEDONA, AZ
20191225.0

LAND DEVELOPMENT CONSULTANTS, LLC

11811 N. Tatum Blvd. Ste.1051
Phoenix, Arizona 85028
Phone: (602) 850-8101; Fax: (602) 997-9807

CIRCLE K STORES INC.

1120 W. Warner Road
Tempe, Arizona 85284
t: (602) 728-4850 f: (602) 307-4850

30 Executive Park
Suite 100
Irvine, CA  92614
t: 949 296 0450

ROOF PLAN - 5200
SCALE: AS NOTED

A-5 10/3/2022
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BUILDING EXTERIOR ELEVATIONS - BASED ON 5200ER
SCALE: AS NOTED

A-2 10/3/2022

CIRCLE K
NEC AZ-89A & SOUTHWEST DRIVE

SEDONA, AZ
20191225.0

LAND DEVELOPMENT CONSULTANTS, LLC

11811 N. Tatum Blvd. Ste.1051
Phoenix, Arizona 85028
Phone: (602) 850-8101; Fax: (602) 997-9807

CIRCLE K STORES INC.

1120 W. Warner Road
Tempe, Arizona 85284
t: (602) 728-4850 f: (602) 307-4850

30 Executive Park
Suite 100
Irvine, CA  92614
t: 949 296 0450
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CIRCLE K
NEC AZ-89A & SOUTHWEST DRIVE

SEDONA, AZ
20191225.0

LAND DEVELOPMENT CONSULTANTS, LLC

11811 N. Tatum Blvd. Ste.1051
Phoenix, Arizona 85028
Phone: (602) 850-8101; Fax: (602) 997-9807

CIRCLE K STORES INC.

1120 W. Warner Road
Tempe, Arizona 85284
t: (602) 728-4850 f: (602) 307-4850

30 Executive Park
Suite 100
Irvine, CA  92614
t: 949 296 0450

FUEL CANOPY EXTERIOR ELEVATIONS - VS05
SCALE: AS NOTED

A-4 10/3/2022

8 of 25

FINISH SCHEDULE

1

3

2

FINISH MATERIAL

7

4

5

6

FINISH COLOR 

FUEL PUMP

6" Ø  BOLLARD, 36" HIGH  

A

B

SUPERLITE BLOCK SPLITFACE CMU - "BOOT BROWN"

C

D

E

F

SHERWIN WILLIAMS - SW6096- JAVA - LRV:7  

NOT USED

ACM PANEL

LINE OF STEEL COLUMN WITHIN

4X8X16 CMU VENEER, SPLIT FACE, GROUTED TO MATCH CMU COLOR

PVC BOLLARD SLEEVE "DARK GRAY"

Notes:
1. Colors shown on these elevations are for illustration purposes only. For actual colors, refer to manufacturer's samples.
2. The fascia panels are pre-finished by signage vendor
3. All signs require a separate submittal.
4. All lighting on canopy to be flush mounted with fascia

NOT USED

NICHIHA TUFF BLOCK - COLOR TO MATCH SHERWIN WILLIAMS - SW7725 - YEARLING- LRV: 28 

8 4X8X8 SOLID CMU CAP, INSTALL PER MFR. SPECS.

9 NICHIHA FIBER CEMENT WALL PANEL SYSTEM

COLUMN FLAGS BY SIGNAGE VENDOR

SHERWIN WILLIAMS - SW6096- JUTE BROWN - LRV:13 
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CAR WASH EXTERIOR ELEVATIONS
SCALE: AS NOTED

CW-1 10/3/2022

CIRCLE K
NEC AZ-89A & SOUTHWEST DRIVE

SEDONA, AZ
20191225.0

LAND DEVELOPMENT CONSULTANTS, LLC

11811 N. Tatum Blvd. Ste.1051
Phoenix, Arizona 85028
Phone: (602) 850-8101; Fax: (602) 997-9807

CIRCLE K STORES INC.

1120 W. Warner Road
Tempe, Arizona 85284
t: (602) 728-4850 f: (602) 307-4850

30 Executive Park
Suite 100
Irvine, CA  92614
t: 949 296 0450
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WB-50 - Intermediate Semi-Trailer

Overall Length 55.000ft

Overall Width 8.500ft

42.5

19.92

Max 56° Horiz

Max 10° Vert

33.5 4 2

15.5

3 10.4 4.2

SU-40 - Single Unit Truck

Overall Length

Overall Width

39.50ft

8.000ft

CIRCLE K STORE

SITE PLAN

VICINITY MAP

N

QUALITY CONTROL

PROJECT NUMBER

PROJECT NAME

SHEET NUMBER

SHEET TITLE

PROJECT MANAGER

ISSUE/REVISION RECORD

PROFESSIONAL IN CHARGE

30 Executive Park, Suite 100

Irvine, CA 92614

DRAWN BY

CIRCLE K
STORE # 

SEDONA,
ARIZONA
NEC AZ-89A
& SOUTHWEST DRIVE

CIRCULATION PLAN

ARCH PROF IN CHARGE

ARCHITECT :
GREENBERG FARROW
30 EXECUTIVE PARK, SUITE 100
IRVINE, CA 92614
PHONE: (949) 296-0450
FAX: (949) 296-0479
CONTACT: DOUG COUPER

OWNER:
LAND DEVELOPMENT CONSULTANTS, LLC
11811 N. TATUM BLVD. #1051
PHOENIX, ARIZONA 85028
PHONE: (602) 850-8101
FAX: (602) 997-9807

CONTACT: MIKE SCARBROUGH

OWNER REPRESENTATIVE:

N

NEC ARIZONA STATE HIGHWAY 89A & SOUTHWEST DRIVE, SEDONA, AZ

PROJECT NAME: CIRCLE K CONVENIENCE STORE

ZONING INFORMATION

PROJECT INFORMATION

PROJECT ADDRESS: NEC AZ-89A & SOUTHWEST DRIVE, SEDONA, AZ

PROJECT DESCRIPTION: PROPOSAL FOR A NEW CONVENIENCE STORE WITH ASSOCIATED

FUEL SALES CONSISTING OF A 6,250 S.F. CONVENIENCE STORE, A
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0.5 1.9 1.8 0.5 0.2 0.1 0.1 0.1 0.2 0.3 0.7 2.4 3.4 1.1 0.3 0.2 0.1 0.1 0.1 0.3 1.4 5.7 4.5

2.6 1.5 0.3 0.1 0.1 0.1 0.2 0.3 0.9 3.3 4.9 1.5 0.4 0.2 0.1 0.1 0.1 0.3 1.4 5.8 7.0

0.9 1.0 0.6 0.2 0.1 0.1 0.1 0.3 0.8 3.2 4.7 1.4 0.3 0.2 0.1 0.1 0.2 0.3 1.0 1.6 1.8

0.6 0.5 0.4 0.2 0.1 0.2 0.2 0.6 2.1 2.9 1.0 0.3 0.2 0.1 0.1 0.3 1.0 2.0 2.5 2.2 1.9 0.6 0.6

0.8 1.6 1.3 0.8 0.4 0.2 0.2 0.4 1.0 2.0 2.7 3.3 3.4 3.3 3.5 3.5 3.4 3.6 3.4 3.4 3.3 2.9 2.3 1.3 0.5 0.2 0.1 0.1 0.1 0.2 0.8 1.3 2.7 2.2 1.3 0.5 0.2

2.5 1.7 1.0 0.4 0.2 0.2 0.3 0.5 0.6 0.8 0.8 0.8 0.9 0.9 0.9 0.9 0.8 0.8 0.8 0.7 0.5 0.4 0.2 0.1 0.1 0.1 0.1 0.1 0.1 0.2 0.4 0.3 0.2 0.1 0.1

0.0

0.0

0.0

0.0

0.0

0.1

0.1

0.4

0.3

0.1

0.1

0.1

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0
0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.2 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.2 0.2 0.5 1.4 1.5 0.4 0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.0

0.0

0.0

0.0

0.00.00.00.00.00.00.00.00.00.00.00.00.00.10.10.10.20.20.20.20.30.30.30.30.30.30.20.20.20.20.10.10.10.10.10.20.10.10.00.00.00.0

0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.0

0.0 0.0 0.0 0.0 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.3 0.7 0.7 0.6 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.3 1.0 0.6 0.2 0.1 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.2 0.2 0.3 1.1 0.1 0.0

0.0 0.0 0.0 0.1 0.1 0.1 0.0 0.0 0.0 0.1 0.1 0.0 2.9 6.3 6.9 0.0 0.3 0.1 0.5 1.2 1.1 0.8 1.4 0.1 0.0

0.0 0.0 0.1 0.5 1.0 1.1 0.8 0.2 0.1 0.0 0.1 0.5 0.4 1.0 1.7 1.4 0.1 0.0

0.0 0.0 0.0 1.4 0.3 0.1 0.1 0.2 0.4 0.1 0.0

0.0 0.0 0.1 1.3 0.4 0.2 0.1 0.6 0.5 0.3 0.3 0.7 1.6 0.7 0.1 0.0 0.0

0.0 0.1 0.3 0.6 0.5 0.3 0.2 0.4 0.1 0.2 0.4 0.5 0.6 1.0 0.1 0.0

0.1 0.1 0.2 0.6 0.7 0.3 0.2 0.2 0.1 0.2 0.4 0.8 0.7 0.5 0.1

0.0 0.1 0.1 0.2 0.1 0.0

0.0 0.1 0.1 0.1 0.2 1.1 0.1 0.0

0.0 0.1 0.1 0.0

0.0 0.1 0.2 0.0

0.0 0.1 0.2 0.1

0.0 0.1 0.2 0.1

0.0 0.3 1.8 0.2 0.1

0.0 0.1 0.5 0.2

0.0 0.1 0.3 0.1

0.1 0.2 0.1

0.0 0.1 0.5 1.7 0.0

0.0 0.1 0.5 1.1 0.7 0.6 0.2 0.1 0.1 0.2 0.2 0.3 0.3 0.4 0.4 0.4 0.4 0.4 0.4 0.4 0.4 0.4 0.3 0.2 0.2 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.0 0.0 0.0

0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

10 13 12 12 13 12 14 14 12 13 13 13 14 13 13 13 12 14 14 12 13 12 12 13 10

11 15 14 16 16 15 15 15 15 17 16 15 17 15 16 17 15 15 15 15 16 16 14 15 11

14 17 17 18 17 18 18 17 18 18 18 18 18 18 17 18 18 17 18 17 17 14

8 12 16 16 14 11 11 15 16 16 12 12 16 16 15 11 11 14 16 16 11 8

10 10 12 12 13 12 13 13 12 13 13 13 12 13 13 13 12 13 13 12 13 12 12 10 10

LUMINAIRE SCHEDULE

SYMBOL QTY LABEL ARRANGEMENT LUMENS LLF BUG RATING WATTS/LUMINAIRE TOTAL WATTS MANUFACTURER CATALOG LOGIC CLASS TYPE

1 A21 SINGLE 2360 1.020 B1-U0-G1 16 16 Cree Inc OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-2M-UL-NM-XX-Q1 CLASS 1

2 A3B1 SINGLE 1860 1.020 B0-U0-G1 16 32 Cree Inc OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-3M-UL-NM-XX-Q1 + OSQ-BLSMF CLASS 1

1 A41 SINGLE 2360 1.020 B1-U0-G1 16 16 Cree Inc OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-4M-UL-NM-XX-Q1 CLASS 1

3 A4B1 SINGLE 1820 1.020 B0-U0-G1 16 48 Cree Inc OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-4M-UL-NM-XX-Q1 + OSQ-BLSMF CLASS 1

2 A51 SINGLE 2300 1.020 B2-U0-G1 16 32 Cree Lighting OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-5M-UL-NM-XX-Q1 CLASS 1

20 CAN SINGLE 4191 1.020 B2-U0-G1 54 1080 BETALED, A DIVISION OF RUUD LIGHTING CAN-228-SL-RM-03-E-UL-XX-525-30K (SPECIAL ORDER) CLASS 1

9 L SINGLE 650 1.020 B1-U0-G0 7.5 67.5 Cree Lighting LR6X-7L-30K CLASS 1

4 WP1 SINGLE 2072 1.020 B1-U0-G1 25 100 Cree Inc. SEC-EDG-2M-WM-02-E-UL-XX-350-30K CLASS 1

3 WP2 SINGLE 2072 1.020 B1-U0-G1 25 75 Cree Inc. SEC-EDG-4M-WM-02-E-UL-XX-350-30K CLASS 1

LUMINAIRE LOCATION SUMMARY

LUM NO. LABEL MTG. HT.

1 A21 12

2 A3B1 12

3 A3B1 12

4 A41 12

5 A4B1 12

6 A4B1 12

7 A4B1 12

8 A51 12

9 A51 12

10 CAN 15.5

11 CAN 15.5

12 CAN 15.5

13 CAN 15.5

14 CAN 15.5

15 CAN 15.5

16 CAN 15.5

17 CAN 15.5

18 CAN 15.5

19 CAN 15.5

20 CAN 15.5

21 CAN 15.5

22 CAN 15.5

23 CAN 15.5

24 CAN 15.5

25 CAN 15.5

26 CAN 15.5

27 CAN 15.5

28 CAN 15.5

29 CAN 15.5

30 L 12

31 L 12

32 L 12

33 L 12

34 L 12

35 L 12

36 L 12

37 L 12

38 L 12

39 WP1 7

40 WP1 7

41 WP1 7

42 WP1 7

43 WP2 7

44 WP2 7

45 WP2 7

FOOTCANDLE LEVELS CALCULATED AT GRADE USING INITIAL LUMEN VALUES

LABEL AVG MAX MIN AVG/MIN MAX/MIN

PAVED AREA 1.11 7.0 0.1 11.10 70.00

PROPERTY LINE 0.10 1.5 0.0 N.A. N.A.

UNDEFINED 0.23 6.9 0.0 N.A. N.A.

UNDER CANOPY 14.03 18 8 1.75 2.25

1
A21

2
A3B1

3
A3B1

4
A41

5
A4B1

6
A4B1

7
A4B1

8
A51

9
A51

30
L

31
L

32
L

33
L

34
L

35
L

36
L

37
L

38
L

39
WP1

40
WP1

41
WP1

42
WP1

43
WP2

44
WP2

45
WP2

10
CAN

11
CAN

12
CAN

13
CAN

14
CAN

15
CAN

16
CAN

17
CAN

18
CAN

19
CAN

20
CAN

21
CAN

22
CAN

23
CAN

24
CAN

25
CAN

26
CAN

27
CAN

28
CAN

29
CAN

*

* LUMENS ARE BASED ON CCT=5700K X .763 SCALE FACTOR FOR CCT=3000K

NOTE:
- ALL AREA LIGHTS ON NEW 10 FT. POLE MOUNTED ON 2 FT. CONCRETE BASE
- 70,000 LUMENS PER ACRE REQUIREMENT
- ALL LUMINAIRES HAVE ZERO LUMENS ABOVE 90 DEGREES

CIRCLE K
NEC AZ-89A & SOUTHWEST DR.

SCALE:

1" = 30'

D 5/27/21
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LAYOUT BY:

DWG SIZE: DATE:

PROJECT NAME:
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REV. BY DATE DESCRIPTION
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.
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.

REVISED PER UPDATED SITE PLAN & MARK UP RECEIVED.

REVISED PER UPDATED SITE PLAN

CHANGED CANOPY HEIGHT TO 15'-6"

.
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ANY SITE PLAN(S), FLOOR PLAN(S), RENDERING(S), LIGHTING LAYOUT(S) AND PHOTOMETRIC PLAN(S) INCLUDING BUT NOT LIMITED TO ANY PROJECT(S) CREATED/PRODUCED BY RED LEONARD ASSOCIATES INC., ARE ONLY INTENDED
FOR ILLUSTRATION AND QUOTING PURPOSES ONLY. RED LEONARD ASSOCIATES HAS THE RIGHT TO USE THIRD PARTY LASERS, SCANNERS, AND CAMERAS BUT ACTUAL PROJECT CONDITIONS, DIMENSIONS, AND ACCURACY OF
MEASUREMENTS MAY DIFFER FROM THESE OR ANY PARAMETERS. RED LEONARD ASSOCIATES INC. ASSUMES NO LIABILITY FOR WHAT IS CREATED/PRODUCED IN THESE RECREATIONS. THIS INCLUDES BUT IS NOT LIMITED TO THE
USE OF, INSTALLATION OF AND/OR INTEGRITY OF EXISTING BUILDING(S), SURROUNDING AREA FOR PRODUCT(S) SUCH AS EXISTING POLE(S), ANCHOR BOLT(S), BASE(S), ARCHITECTURAL AND SIGNAGE STRUCTURE(S), LANDSCAPING
PLAN(S), LIGHTING PLAN(S), FIXTURE SELECTION(S) AND PLACEMENT, MATERIAL(S), COLOR ACCURACY, TEXTURE(S), AND ANYTHING ATTRIBUTED TO PHOTO REALISM THAT IS CREATED. FURTHERMORE, RED LEONARD ASSOCIATES
INC., DOES NOT ASSUME LIABILITY WHATSOEVER FOR ANY PURCHASES MADE BY CLIENT BEFORE, DURING, OR AT THE CONCLUSION OF THE PUBLISHED WORK. THE CUSTOMER, ITS RELATIVE AFFILIATES, AS WELL AS ANY OTHER
PERSON(S) IN VIEWING OF THIS PRODUCT IS RESPONSIBLE FOR VERIFYING COMPLIANCE WITH ANY BUT NOT LIMITED TO ALL CODES, PERMITS, RESTRICTIONS, INSTRUCTIONS, PURCHASES, AND INSTALLATIONS OF OBJECTS VIEWED
WITHIN THIS DOCUMENT(S) OR PROJECT(S). SYMBOLS ARE NOT DRAWN TO SCALE. SIZE IS FOR CLARITY PURPOSES ONLY. SIZES AND DIMENSIONS ARE APPROXIMATE, ACTUAL MEASUREMENTS MAY VARY. DRAWINGS ARE NOT
INTENDED FOR ENGINEERING OR CONSTRUCTION USE. THIS DOCUMENT, ANY RED LEONARD DRAWING(S), OR PROJECT(S) IS NOT TO BE USED AND/OR INTENDED FOR ENGINEERING OR CONSTRUCTION PURPOSES, BUT FOR
ILLUSTRATIVE PURPOSES ONLY. ANY LOCATIONS OF EMERGENCY LIGHTING SHOWN WERE PROVIDED BY OTHERS. RED LEONARD ASSOCIATES IS NOT RESPONSIBLE FOR INSUFFICIENT LIGHTING DURING AN EMERGENCY EVENT.
ANY USE OF THIS DOCUMENTATION AND/OR OTHER ARTICLES PRODUCED BY RED LEONARD WITHOUT WRITTEN AUTHORIZATION FROM JAYME J. LEONARD IS STRICTLY PROHIBITED.

DISCLAIMER

ILLUMINATION LEVELS ARE THE RESULT OF CONDITIONS OR REQUESTS BY OTHERS
RED LEONARD ASSOCIATES IS NOT RESPONSIBLE

FOR INCIDENTS CAUSED BY INSUFFICIENT LIGHTING
AND DOES NOT RECOMMEND THESE LEVELS FOR

SECURITY AND SAFETY REASONS

THIS SITE IS LOCATED IN A REGION WHERE LIGHTING IS
REGULATED BY LOCAL ORDINANCES
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WALL MOUNTED
QTY LABEL DESCRIPTION

US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

† See http://creelighting.com/warranty for warranty terms

** Must specify color

Rev. Date: V8 09/03/2021

THE EDGE® Series
LED Security Wall Pack Luminaire

Ordering Information
Example: SEC-EDG-2M-WM-06-E-UL-SV-700 

SEC-EDG WM E

Product Optic Mounting
LED 
Count 
(x10)

Series Voltage
Color  
Options

Drive  
Current

Options

SEC-EDG 2M
Type II Medium
2MB
Type II Medium w/BLS
2S
Type II Short
2SB
Type II Short w/BLS
3M
Type III Medium 
3MB
Type III Medium w/BLS
4M
Type IV Medium
4MB
Type IV Medium w/BLS

WM
Wall Mount

02
04
06
08
10
12

E UL
Universal
120-277V
UH
Universal
347-480V
34
347V

BK
Black
BZ
Bronze
SV
Silver 
WH
White

350
350mA 
525
525mA
-Available with 20-80 LEDs
700
700mA
-Available with 20-60 LEDs

DIM 0-10V Dimming
- Control by others
- Refer to Dimming spec sheet for details
- Can't exceed specified drive current
 - Not available with PML option

F Fuse
- Compatible only with 120V, 277V or 347V (phase to 

neutral)
- Consult factory if fusing is required for 208V, 240V or 

480V (phase to phase)
 - Refer to PML spec sheet for availability with PML 
options

 - When code dictates fusing, use time delay fuse
P Photocell

- Must specify UL or 34 voltage
PML Programmable Multi-Level

- Refer to PML spec sheet for details
- Intended for downlight applications with 0° tilt

30K 3000K Color Temperature
- Minimum 80 CRI
- Color temperature per luminaire

40K 4000K Color Temperature
- Minimum 70 CRI
- Color temperature per luminaire

50K 5000K Color Temperature
- Minimum 90 CRI
- Color temperature per luminaire

TRL   Amber Turtle Friendly LEDs
- Available only with 350mA 
- 600nm dominant wavelength
- Additional shielding (by others) may be required for 

Florida Fish and Wildlife Conservation Commission 
compliance

Product Description
THE EDGE® wall mount luminaire has a slim, low profile design. The luminaire end caps are made from 
rugged die cast aluminum with integral, weathertight LED driver compartments and high performance 
aluminum heat sinks specifically designed for LED applications. Housing is rugged aluminum. Includes a 
lightweight mounting box for installation over standard and mud ring single gang J-Boxes. Secures to wall 
with four 3/16" (5mm) screws (by others). Conduit entry from top, bottom, sides and rear. Allows mounting 
for uplight or downlight. Designed and approved for easy through-wiring. Includes leaf/debris guard. 
Applications: General area and security lighting

Accessories 

Field-Installed

Bird Spikes
XA-BRDSPK 

Beauty Plate
WM-PLT12** - 12" (305mm) Square
WM-PLT14** - 14" (356mm) Square
- Covers holes left by incumbent
   wall packs

Hand-Held Remote
XA-SENSREM
- For successful implementation of the

programmable multi-level option, a minimum
of one hand-held remote is required

Patented NanoOptic® Product Technology

Assembled in the U.S.A. of U.S. and imported parts

CRI: Minimum 70 CRI (4000K & 5700K); 80 CRI (3000K); 90 CRI (5000K)

CCT: Turtle Friendly Amber, 3000K (+/- 300K), 4000K (+/- 300K), 5000K (+/- 500K), 5700K (+/- 500K) 
standard

Limited Warranty†: 10 years on luminaire/10 years on Colorfast DeltaGuard® finish/1 year on 
accessories

Performance Summary

LED Count (x10) Dim. "A" Weight

02 9.9" (251mm) 20 lbs. (9.1kg)

04 11.9" (303mm) 22 lbs. (10.0kg)

06 13.9" (353mm) 25 lbs. (11.3kg)

08 15.9" (404mm) 27 lbs. (12.2kg)

10 17.9" (455mm) 31 lbs. (14.1kg)

12 19.9" (505mm) 32 lbs. (14.5kg)

“A”

18.3"
(464mm)

4.1"
(104mm)

US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Electrical Data*

LED 
Count 
(x10)

CCT
System 
Watts
120-480V

Total Current (A)

120V 208V 240V 277V 347V 480V

350mA

02
30K/40K/50K/57K 25 0.21 0.13 0.11 0.10 0.08 0.07

TRL 19 0.16 0.09 0.08 0.07 0.05 0.04

04
30K/40K/50K/57K 46 0.36 0.23 0.21 0.20 0.15 0.12

TRL 35 0.29 0.17 0.15 0.13 0.10 0.07

06
30K/40K/50K/57K 66 0.52 0.31 0.28 0.26 0.20 0.15

TRL 50 0.41 0.24 0.21 0.18 0.14 0.10

08
30K/40K/50K/57K 90 0.75 0.44 0.38 0.34 0.26 0.20

TRL 68 0.57 0.33 0.28 0.25 0.20 0.14

10
30K/40K/50K/57K 110 0.92 0.53 0.47 0.41 0.32 0.24

TRL 83 0.69 0.40 0.35 0.30 0.24 0.17

12
30K/40K/50K/57K 130 1.10 0.63 0.55 0.48 0.38 0.28

TRL 99 0.82 0.48 0.41 0.36 0.28 0.21

525mA 

02 30K/40K/50K/57K 37 0.30 0.19 0.17 0.16 0.12 0.10

04 30K/40K/50K/57K 70 0.58 0.34 0.31 0.28 0.21 0.16

06 30K/40K/50K/57K 101 0.84 0.49 0.43 0.38 0.30 0.22

08 30K/40K/50K/57K 133 1.13 0.66 0.58 0.51 0.39 0.28

700mA

02 30K/40K/50K/57K 50 0.41 0.25 0.22 0.20 0.15 0.12

04 30K/40K/50K/57K 93 0.78 0.46 0.40 0.36 0.27 0.20

06 30K/40K/50K/57K 134 1.14 0.65 0.57 0.50 0.39 0.29

Product Specifications

CONSTRUCTION & MATERIALS
• Slim, low profile design

• Luminaire sides are rugged die cast aluminum with integral,  
weathertight LED driver compartment and high performance aluminum 
heat sinks specifically designed for LED applications

• Housing is rugged aluminum

• Furnished with low copper, light weight mounting box designed for 
installation over standard and mud ring single gang J-Boxes

• Luminaire can also be direct mounted to a wall and surface wired

• Secures to wall with four 3/16" (5mm) screws (by others)

• Conduit entry from top, bottom, sides, and rear

• Allows mounting for uplight or downlight

• Designed and approved for easy through-wiring

• Includes leaf/debris guard

• Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer 
with an ultradurable powder topcoat, providing excellent resistance to 
corrosion, ultraviolet degradation and abrasion. Black, bronze, silver and 
white are available

• Weight: See Dimensions and Weight Chart on page 1

ELECTRICAL SYSTEM
• Input Voltage: 120–277V or 347–480V, 50/60Hz, Class 1 drivers

• Power Factor: > 0.9 at full load

• Total Harmonic Distortion: < 20% at full load

• Integral weathertight J-Box with leads (wire nuts) for easy power hook 
up

• Integral 10kV surge suppression protection standard

• When code dictates fusing, a slow blow fuse or type C/D breaker should 
be used to address inrush current

• Maximum 10V Source Current: 20 LED (350mA): 10mA;  
20LED (525 & 700 mA) and 40-120 LED: 0.15mA

REGULATORY & VOLUNTARY QUALIFICATIONS
• cULus Listed 

• Suitable for wet locations

• Meets FCC Part 15, Subpart B, Class A limits for conducted and radiated 
emissions

• Enclosure rated IP66 per IEC 60529 when ordered without P or PML 
options

• ANSI C136.2 10kV surge protection, tested in accordance with IEEE/ANSI 
C62.41.2

• Luminaire and finish endurance tested to withstand 5,000 hours of 
elevated ambient salt fog conditions as defined in ASTM Standard B 117

• DLC qualified with select SKUs. Refer to 
https://www.designlights.org/search/ for most current information

• Meets Buy American requirements within ARRA
•       CA RESIDENTS WARNING: Cancer and Reproductive Harm –  

       www.p65warnings.ca.gov

THE EDGE® LED Security Wall Pack Luminaire

* Electrical data at 25˚C (77˚F). Actual wattage may differ by +/- 10% when operating between 120-277V or 347-480V 
+/- 10%

1 Lumen maintenance values at 25˚C (77˚F) are calculated per IES TM-21 based on IES LM-80 report data for the LED 
package and in-situ luminaire testing. Luminaire ambient temperature factors (LATF) have been applied to all lumen 
maintenance factors. Please refer to the Temperature Zone Reference Document for outdoor average nighttime ambient 
conditions.
2 In accordance with IES TM-21, Reported values represent interpolated values based on time durations that are
up to 6x the tested duration in the IES LM-80 report for the LED.
3 Estimated values are calculated and represent time durations that exceed the 6x test duration of the LED.

THE EDGE® Series Ambient Adjusted Lumen Maintenance1

Ambient CCT Initial
LMF

25K hr
Reported2

LMF

50K hr
Reported2

LMF

75K hr
Reported2 /
Estimated3

LMF

100K hr
Estimated3

LMF

5˚C (41˚F)
30K/40K/50K/57K 1.04 1.03 1.03 1.032 1.03

TRL 1.06 1.06 1.06 1.063 1.06

10˚C (50˚F)
30K/40K/50K/57K 1.03 1.02 1.02 1.022 1.02

TRL 1.04 1.04 1.04 1.043 1.04

15˚C (59˚F)
30K/40K/50K/57K 1.02 1.01 1.01 1.012 1.01

TRL 1.03 1.03 1.03 1.033 1.03

20˚C (68˚F)
30K/40K/50K/57K 1.01 0.99 0.99 0.992 0.99

TRL 1.01 1.01 1.01 1.013 1.01

25˚C (77˚F)
30K/40K/50K/57K 1.00 0.98 0.98 0.982 0.98

TRL 1.00 1.00 1.00 1.003 1.00

SEC-EDG-2M-WM-02-E-UL-XX-350-30K

SEC-EDG-4M-WM-02-E-UL-XX-350-30K

4

3

WP1

WP2

SOFFIT
QTY LABEL DESCRIPTION

US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Rev. Date: V2  08/28/2020

† See http://creelighting.com/warranty for warranty terms

LR6X

Series Initial Delivered Lumens CCT Voltage Base Type

LR6X 7L
8W, 650 lumens – 81 LPW
10L
12.5W, 1,050 lumens – 84 LPW 
18L
20.5W, 1,800 lumens – 88 LPW
24L
26W, 2,400 lumens – 92 LPW
30L
32.5W, 3,000 lumens – 92 LPW

27K 
2700K
30K 
3000K
35K 
3500K
40K 
4000K

Blank
120-277 Volts

Blank
Includes provisions for mounting to E26 and GU24 sockets (120V), 120-277V rated LED orange 
connectors (120-277V), and traditional Cree Lighting 277V connectors (277V)

Trims

LXT6AB
Diffuse Anodized Reflector w/White Flange
LXT6BB
Flat Black Reflector w/Black Flange

8" Adapter
GR8
- Optional goof ring accommodates existing housings with
apertures from 6.25" (159mm) to 8.5" (216mm) in diameter

Housings

Edison (E26) Base Housings
Recessed Housings, 120V
RC6
- New construction
RR6
- Retrofit
Recessed “Pan” Conversion 
Kit, 120V
C6
Surface Mount Housings, 
120V
SC6
- Textured white finish
SC6-BL
- Textured black finish
Cord Mount Housings, 120V
SC6-CM
- Textured white finish
- Includes 5" (127mm) canopy
   and 7' (2.1m) white cord
SC6-CM-BL
- Textured black finish
- Includes 5" (127mm) canopy
   and 7' (2.1m) black cord

GU24 Base Housings
Recessed Housings, 120V
H6-GU24
- Architectural new construction
RC6-GU24
- New construction
RR6-GU24
- Retrofit
Recessed “Pan” Conversion Kit, 120V
C6-GU24
C6-120V-LSA
- Less socket adapter
Surface Mount Housings, 120V
SC6-GU24
- Textured white finish
SC6-BL-GU24
- Textured black finish
Cord Mount Housings, 120V
SC6-CM-GU24
- Textured white finish
- Includes 5" (127mm) canopy and 7'
   (2.1m) white cord
SC6-CM-BL-GU24
- Textured black finish
- Includes 5" (127mm) canopy and 7'
   (2.1m) black cord

Wall Mount Housings, 
120V
SC6-WM-GU24
- Textured white finish
SC6-WM-BL-GU24
- Textured black finish

277V  Connector Base 
Housings
277V Recessed 
Housings
H6-277V
- Architectural new
   construction
RC6-277V
- New construction
RR6-277V
- Retrofit
277V Recessed
"Pan" Conversion Kit
C6-277V-LSA
- Less socket adapter
277V Surface Mount 
Housings
SC6-277V
- Textured white finish

SC6-BL-277V
- Textured black
   finish
277V Cord Mount
Housings
SC6-CM-277V
- Textured white
   finish
SC6-CM-BL-277V
- Textured black
   finish
277V Wall Mount
Housings
SC6-WM-277V
- Textured white
   finish

Universal Recessed 
Housings, 120-277V
RC6-UNI
- New
   Construction
RR6-UNI
- Retrofit

Ordering Information
Example: LR6X-7L-27K

Housing & Trims
Reference Housing & Trim documents for more details

277VEdison GU24

Product Description
The LR6X™ downlight is an unparalleled combination of light quality and efficacy – bringing 
outstanding performance and value to the retrofit downlight space. Delivering up to 
3000 lumens of exceptional 90+ CRI light while achieving up to 92 lumens per watt, this 
breakthrough performance is achieved by combining the high efficacy with an integrated 
driver and thermal management design. The LR6X™ downlight is available in warm or 
neutral color temperatures, three lumen packages, and offers a variety of trim options.

Applications: Commercial new construction and retrofit

Performance Summary
Utilizes Cree TrueWhite® Technology

Initial Delivered Lumens: 650 - 3,000

Input Power : 8 - 32.5 watts

CRI: 90+

R9: >54

CCT: 2700K, 3000K, 3500K, 4000K

Limited Warranty†: 10 years

L70 Lifetime: > 100,000 hours at 35˚C

Dimming: Dimmable to 5%

LRX Series
LR6X™ LED Downlight – 6"

4.9"
(126mm)

5.3"
(135mm)

2.9"
(76mm)

7.5"
(190mm)

5.5"
(140mm)

US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

NOTE: Reference https://www.creelighting.com/products/indoor/
retrofit-downlights/lrx-series for detailed installation instructions

 
  

  

 

INSTALLATION

• Designed to easily install in standard 
6" (152mm) downlight housings with 
minimum housing height of 6.5” (165mm) 
and diameter of 5.75” - 6.25” (146mm - 
159mm)

• Quick install system utilizes a unique 
retention feature. Simply attach socket 
to LR6X. Move light to ready position and 
slide into housing

Electrical Data*

Lumen
Package

System 
Watts
120-277V

Total Current (A)

120V 208V 240V 277V

7L 8 0.08 0.05 0.04 0.04

10L 12.5 0.12 0.07 0.06 0.05

18L 20.5 0.19 0.11 0.09 0.08

24L 26 0.23 0.13 0.11 0.10

30L 32.5 0.26 0.16 0.14 0.12

* Electrical data at 25˚C (77˚F). Actual wattage may differ by +/- 10% when operating between 120-277V +/- 10%

LRX (LR6X) Series Ambient Adjusted Lumen Maintenance1

Ambient Lumen
Package

Initial
LMF

25K hr
Reported2

LMF

50K hr
Reported2

LMF

75K hr
Estimated3

LMF

100K hr
Estimated3

LMF

0˚C (32˚F) All 1.03 1.00 0.97 0.95 0.93

5˚C (41˚F) All 1.03 1.00 0.97 0.95 0.93

10˚C (50˚F) All 1.02 0.99 0.96 0.94 0.92

15˚C (59˚F) All 1.01 0.98 0.95 0.93 0.91

20˚C (68˚F)
7L-24L 1.01 0.98 0.95 0.93 0.91

30L 1.01 0.96 0.92 0.89 0.85

25˚C (77˚F)
7L-24L 1.00 0.97 0.95 0.92 0.90

30L 1.00 0.95 0.91 0.88 0.84

30˚C (86˚F)
7L-18L 0.99 0.96 0.94 0.91 0.89

24L-30L 0.99 0.93 0.88 0.83 0.79

35˚C (95˚F) 7L-18L 0.99 0.96 0.94 0.91 0.89

1 Lumen maintenance values at 25˚C (77˚F) are calculated per IES TM-21 based on IES LM-80 report data for the LED
  package and in-situ luminaire testing. Luminaire ambient temperature factors (LATF) have been applied to all lumen
  maintenance factors.
2 In accordance with IES TM-21, Reported values represent interpolated values based on time durations that are
  up to 6x the tested duration in the IES LM-80 report for the LED.
3 Estimated values are calculated and represent time durations that exceed the 6x test duration of the LED.

Product Specifications

CREE TRUEWHITE® TECHNOLOGY
A revolutionary way to generate high-quality white light, Cree TrueWhite® 
Technology is a patented approach that delivers an exclusive combination 
of 90+ CRI, beautiful light characteristics and lifelong color consistency, all 
while maintaining high luminous efficacy – a true no compromise solution.

CONSTRUCTION & MATERIALS
• Durable aluminum housing protects the light source. Adjustable flip 

clips provide robust retention for flush ceiling fit

• Thermal management system uses integral heat sink to conduct heat 
away from LEDs for optimal performance. LED junction temperatures 
stay below specified maximum even when installed in with worst case 
installations

• Suitable for insulated and non-insulated ceilings

• One-piece aluminum lower reflector redirects light while also 
conducting heat away from LEDs. It creates a comfortable visual 
transition from the lens to the ceiling plane and easily accommodates  
LXT6 snap-in trims

OPTICAL SYSTEM
• Unique combination of reflective and refractive optical components 

achieves a uniform, comfortable appearance while eliminating 
pixelation, hot spots and minimizing glare

• Components work together to optimize distribution, balancing the 
delivery of high illuminance levels on horizontal surfaces with an ideal 
amount of light on walls and vertical surfaces. This increases the 
perception of spaciousness

• Deep set polycarbonate diffusing lens shields direct view of LEDs and 
provides greater visual cut-off

ELECTRICAL SYSTEM
• Integral, high-efficiency driver and power supply

• Power Factor: > 0.9 (120V)

• Total Harmonic Distortion: < 20% (120V)

• Input Voltage: 120V - 277V Universal, 50/60Hz

• 120V is dimmable to 5% with most incandescent dimmers

• 277V is dimmable to 5% with most trailing edge dimmers

• Reference https://www.creelighting.com/products/indoor/retrofit-down-
lights/lrx-series for recommended dimmers

• Operating Temperature Range: -25˚C - +35˚C (-13˚F - +95˚F);            
For 24L and 30L : -25°C - +30°C (-13°F - +86°F)

REGULATORY & VOLUNTARY QUALIFICATIONS
• cULus Classified

• Suitable for wet locations for covered ceilings only

• ENERGY STAR® certified. Please refer to https://www.energystar.gov/
productfinder/product/certified-light-fixtures/ results

• Meets CA Title 24 JA8 Requirements

• Meets CA Title 20 Appliance Regulations with the exception of 30L lumen 
package

• Meets FCC Part 15, Subpart B, Class B limits for conducted and radiated 
emissions

• RoHS Compliant. Consult factory for additional details
•            CA RESIDENTS WARNING: Cancer and Reproductive Harm –
              www.p65warnings.ca.gov

LR6X™ LED Downlight – 6" 

LR6X-7L-30K9 LCANOPY
QTY LABEL DESCRIPTION

US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234
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228 Series™
LED Recessed Canopy Luminaire

Ordering Information
Example: CAN-228-SL-RM-03-E-UL-WH-525

CAN-228 E

Product Optic Mounting LED Count (x10) Series Voltage
Color  
Options

Drive Current Options

CAN-228 5M
Type V Medium
SL
Sparkle Petroleum
PS
Petroleum  
Symmetric

RM
Recessed

03
- Available with SL optic only
06
09

E UL
Universal
120-277V
UH
Universal
347-480V

BK
Black
BZ
Bronze
SV
Silver 
WH
White

350
350mA
- Available with 90 LEDs only
525
525mA
700*

700mA

DIM 0-10V Dimming
 - Control by others
 - Refer to Dimming spec sheet for details
 - Can't exceed specified drive current

PML Programmable Multi-Level
 - Refer to PML spec sheet for details

40K 4000K Color Temperature
 - Color temperature per luminaire
 - Minimum 70 CRI

* 90 LED luminaires with 700mA require marked spacing: 48" x 24" x 6" (1,219mm x 610mm x 152mm); 48" (1,219mm) center-to-center of adjacent luminaires, 24" (610mm) luminaire center to side building member, 6" (152mm) top of 
   luminaire to overhead building member

Product Description
Slim, low profile, easy mounting from below or above the deck. Luminaire sides are rugged cast 
aluminum with high performance extruded aluminum heat sinks specifically designed for LED. 
Luminaire mounts directly to the canopy deck and is secured in place with compression molded trim 
frame. Luminaire housing is provided with factory applied foam gasket and provides for a weathertight 
seal between luminaire housing and canopy deck. Suitable for use in single or double skin canopies 
with 12" (305mm) or 16" (406mm) wide panels. Designed for canopies of 16-22 gauge (maximum 0.065" 
[1.65mm] thickness). 
Applications: Petroleum stations, convenience stores, drive-thru banks and restaurants, retail and 
grocery

Accessories 

Field-Installed

Upgrade Plate Kit
12.0" x 21.0" (305mm x 533mm) steel face plate used 
when replacing recessed HID luminaires in existing open 
canopies
- Includes mounting channels and hardware
XA-CT30F021W – 30 LED
XA-CT60F021W – 60 LED
XA-CT90F021W – 90 LED
- For use with canopies that are greater than 2.5" (64mm) 
in height 
XA-CT30F021WS – 30 LED
XA-CT60F021WS – 60 LED
XA-CT90F021WS – 90 LED
- For use with shallow canopies that are less than 2.5" 
(64mm) in height
Upgrade Plate Kit – Metal
Metal plate used when replacing surface mounted HID 
luminaires. Painted Colorfast DeltaGuard® white. Must be 
field cut to match luminaire

XA-CTP26X24WT
- 26" x 24" (660mm x 610mm) steel plate spans two 12" 

(305mm) deck panels
XA-CTP26X32WT
- 26" x 32" (660mm x 813mm) steel plate spans two 16" 

(406mm) deck panels

Upgrade Plate Kit – Plastic
24.3" x 26.0" (617mm x 660mm) plastic canopy trim plates with 
and without backer plates. For use when replacing existing 
surface mounted or recessed HID luminaires 
XA-CT30B047W – 30 LED
XA-CT60B047W – 60 LED
XA-CT90B047W – 90 LED
- Kits without backer plates for use with canopies that have a 
maximum of 7" (178mm) diameter cut hole
 

XA-CT30C241W – 30 LED
XA-CT60C241W – 60 LED
XA-CT90C241W – 90 LED
- Kits with backer plates for use with 12" (305mm) or 16" 
(406mm) canopies that have a maximum of 10" (254mm) 
diameter or 10" x 10" (254mm x 254mm) cut hole
XA-CT30C642W – 30 LED
XA-CT60C642W – 60 LED
XA-CT90C642W – 90 LED
- Kits with backer plates for use with 16" (406mm) canopies 
that have a maximum of 12" (305mm) diameter or 12" x 12" 
(305mm x 305mm) cut hole
Hand-Held Remote
XA-SENSREM
- For successful implementation of the programmable multi-
level option, a minimum of one hand-held remote is required

Patented NanoOptic® Product Technology

Assembled in the U.S.A. of U.S. and imported parts

CRI: Minimum 70 CRI

CCT : 4000K (+/- 300K), 5700K (+/- 500K) standard

Limited Warranty†: 10 years on luminaire/10 years on Colorfast DeltaGuard® finish 

Performance Summary

Sealed Extruded
Aluminum Driver 
Compartment

Programmable 
Multi-Level Sensor 
location (ordered as an option)

2.7"
(68mm)

0.4"
(10mm)

15.2"
(386mm)

“B”
5.4"

(138mm)

Sealed Die Cast
Junction Box

“A”

LED Count 
(x10)

Drive  
Current Dim. “A” Dim. “B” Weight

03 525/700mA 13.1" 
(333mm)

12.5" 
(317mm)

18.7 lbs. 
(8.5kg)

06 525/700mA 17.8" 
(451mm)

17.2" 
(437mm)

23.9 lbs. 
(10.8kg)

09 350mA 22.5" 
(572mm)

21.9" 
(557mm)

32.0 lbs. 
(14.5kg)

09 525/700mA 22.5" 
(572mm)

21.9" 
(557mm)

31.9 lbs. 
(14.5kg)

† See http://creelighting.com/warranty for warranty terms

US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Product Specifications

CONSTRUCTION & MATERIALS
• Slim, low profile, easy mounting from below or above the deck

• Luminaire sides are rugged cast aluminum with high performance 
extruded aluminum heat sink specifically designed for LED

• Luminaire mounts directly to the canopy deck and is secured in place 
with compression molded trim frame

• Luminaire is provided with factory applied foam gasket and provides for 
a weathertight seal between luminaire housing and canopy deck 

• Suitable for single or double skin canopies with 12" (305mm) or 16" 
(406mm) wide panels. Designed for canopies of 16-22 gauge (maximum 
0.065" [1.65mm] thickness)

• Weathertight driver compartment is constructed of anodized extruded 
aluminum for exceptional corrosion resistance and thermal performance

• Integral weathertight junction box with 4.5" (114mm) IP threaded 
connection points. Rated for feed through 8 (4 in, 4 out) #12 AWG 
conductors

• Below ceiling serviceable driver tray for ease of upgrade or replacement

• Field adjustable drive current. Can't exceed drive current specified in 
part number. Exception is 90 LEDs at 350mA which can be adjusted to 
525mA

• Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer 
with an ultra-durable powder topcoat, providing excellent resistance to 
corrosion, ultraviolet degradation and abrasion. Black, bronze, silver, 
and white are available

• Weight: See Dimensions and Weight chart on page 1

ELECTRICAL SYSTEM
• Input Voltage: 120-277V or 347-480V, 50/60Hz, Class 1 drivers

• Power Factor : > 0.9 at full load

• Total Harmonic Distortion: < 20% at full load

• Maximum 10V Source Current: 30-60 LED: 0.15mA; 90 LED: 0.30mA

• Integral 10kV surge suppression protection standard

• When code dictates fusing, a slow blow fuse or type C/D breaker should 
be used to address inrush current

REGULATORY & VOLUNTARY QUALIFICATIONS
• cULus Listed 

• Suitable for wet locations

• Meets FCC Part 15, Subpart B, Class A limits for conducted and radiated 
emissions

• ANSI C136.2 10kV surge protection, tested in accordance with IEEE/ANSI 
C62.41.2

• Luminaire and finish endurance tested to withstand 5,000 hours of 
elevated ambient salt fog conditions as defined in ASTM Standard B 117

• Meets Buy American requirements within ARRA

• DLC qualified with select SKUs. Refer to https://www.designlights.org/
search/ for most current information

•        CA RESIDENTS WARNING: Cancer and Reproductive Harm –  
       www.p65warnings.ca.gov

228 Series™ LED Recessed Canopy Luminaire

1 Lumen maintenance values at 25˚C (77˚F) are calculated per IES TM-21 based on IES LM-80 report data for the LED 
package and in-situ luminaire testing. Luminaire ambient temperature factors (LATF) have been applied to all lumen 
maintenance factors. Please refer to the Temperature Zone Reference Document for outdoor average nighttime ambient 
conditions.

2 In accordance with IES TM-21, Reported values represent interpolated values based on time durations that are up to 6x 
the tested duration in the IES LM-80 report for the LED.

3 Estimated values are calculated and represent time durations that exceed the 6x test duration of the LED.

Electrical Data*

LED Count 
(x10)

System 
Watts
120-480V

Total Current (A)

120V 208V 240V 277V 347V 480V

350mA

09 99 0.83 0.48 0.42 0.38 0.29 0.22

525mA

03 54 0.45 0.28 0.25 0.23 0.16 0.12

06 99 0.83 0.48 0.42 0.38 0.29 0.22

09 155 1.32 0.76 0.68 0.61 0.45 0.34

700mA 

03 70 0.58 0.35 0.31 0.28 0.21 0.16

06 132 1.11 0.66 0.57 0.50 0.39 0.28

09 201 1.64 0.96 0.84 0.75 0.59 0.44

* Electrical data at 25˚C (77˚F). Actual wattage may differ by +/- 10% when operating between 120-277V or 347-480V 
   +/-10%

228 Series™ Ambient Adjusted Lumen Maintenance1

Ambient Initial
LMF

25K hr
Reported2

LMF

50K hr
Reported2

LMF

75K hr
Estimated3

LMF

100K hr
Estimated3

LMF

5˚C (41˚F) 1.04 1.01 0.99 0.98 0.96

10˚C (50˚F) 1.03 1.00 0.98 0.97 0.95

15˚C (59˚F) 1.02 0.99 0.97 0.96 0.94

20˚C (68˚F) 1.01 0.98 0.96 0.95 0.93

25˚C (77˚F) 1.00 0.97 0.95 0.94 0.92

CAN-228-SL-RM-03-E-UL-XX-525-30K (SPECIAL ORDER)20 CANAREA
QTY LABEL DESCRIPTION

US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234
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Ordering Information
Fully assembled luminaire is composed of two components that must be ordered separately:
Example: Mount: OSQ-ML-B-AA-BK  + Luminaire: OSQM-B-4L-30K7-2M-UL-NM-BK

Mount (Luminaire must be ordered separately)*

OSQ-

OSQ-ML-B-AA Adjustable Arm 
OSQ-ML-B-DA Direct Arm 
OSQ-ML-B-TSP Transportation Mount (stainless steel; do not specify color) 
OSQ-ML-B-TM Trunnion Mount 

Color 
Options:

SV Silver 
BK Black

BZ Bronze
WH White

OSQ Series
OSQ™ LED Area/Flood Luminaire featuring Cree TrueWhite® Technology – Medium & Large

Luminaire (Mount must be ordered separately)

OSQ B

Family Size Series
Lumen 
Package

CCT/CRI Optic Voltage Mount
Color 
Options

Controls** Options

OSQ M
Medium
L
Large

B Medium
4L
4,000 
Lumens
6L
6,000 
Lumens
9L
9,000 
Lumens
11L
11,000 
Lumens
16L
16,000 
Lumens

Large
22L
22,000 
Lumens
30L
30,000 
Lumens

30K7
3000K,
70 CRI
40K7
4000K,
70 CRI
50K9
5000K,
90 CRI
57K7
5700K,
70 CRI

Asymmetric
2M*
Type II Medium
3M*
Type III Medium
4M*
Type IV Medium

UL
Universal
120-277V

UH
Universal
347-480V
- Not

available
with 4L or
6L lumen
packages

NM
No Mount
- Must specify mount 
from table above
- Mount ships 
separately

Utility Mounts
UA
45˚ Utility Arm w/8' 
14/3 AWG Cord 
Side Exit
- Includes N option
UB
45˚ Utility Arm w/8' 
14/3 AWG Cord 
End Exit
- Includes N option
UC 
Direct Arm Mount
- Standard 2" (51mm) 
bolt spacing
- Shipped separately
- Field-installed
- Includes N option
UD
Trunnion Mount
- Adjustable from 
0-45˚ in 15˚ 
increments
- Includes N option

BK
Black

BZ
Bronze

SV
Silver 

WH
White

PML  Programmable Multi-Level, up to 40' 
Mounting Height
- Refer to PML spec sheet for details
 - Intended for downlight applications
at 0˚ tilt

PML2  Programmable Multi-Level, 10-30' 
  Mounting Height
- Refer to PML spec sheet for details
 - Intended for downlight applications
at 0˚ tilt

Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1  
Field Adjustable Output

- Must select Q9, Q8, Q7, Q6, Q5, Q4, Q3, 
Q2, or Q1

- Offers full range adjustability
- Refer to pages 12-18 for power and 

lumen values
- Not available with PML or PML2 options

X8/X7/X6/X5/X4/X3/X2/X1   
Locked Lumen Output

- Must select add X8, X7, X6, X5, X4, X3, 
X2, or X1

- Not available with 22L or 30L lumen 
packages

- Not available with PML or PML2 options
- Lumen output is permanently locked to 

the setting selected
- Refer to pages 12-18 for power and 

lumen values

F  Fuse
- Compatible with 120V, 277V or 347V (phase to neutral)

- Consult factory if fusing is required for 208V, 240V or 480V

(phase to phase)

- Refer to PML spec sheet for availability with PML options

- When code dictates fusing, use time delay fuse

N  Utility Label and NEMA® 7-Pin Photocell Receptacle
- Included with UA, UB , UC and UD mounts

- External wattage label per ANSI C136.15

- 7-pin receptacle per ANSI C136.41

- Intended for downlight applications with maximum 45˚ tilt

- Factory connected 0-10V dim leads

- 7-conductor (NM mount), 3-conductor (UA/UB mounts), or

5-conductor (UC/UD mounts) cord exits luminaire 

- Requires photocell or shorting cap by others

R NEMA® 7-Pin Photocell Receptacle
- 7-pin receptacle per ANSI C136.41
- Intended for downlight applications with maximum 45˚ tilt
- Factory connected 0-10V dim leads
- 18" (457mm) seven-conductor cord exits luminaire
 - Requires photocell or shorting cap by others

RL Rotate Left
- LED and optic are rotated to the left
- Refer to RR/RL configuration diagram on page 19 for optic 

directionality
 - Not for use with symmetric optics

RR Rotate Right
- LED and optic are rotated to the right
- Refer to RR/RL configuration diagram on page 19 for optic 

directionality
- Not for use with symmetric optics

Symmetric
5M
Type V Medium
5N
Type V 
Narrow
5Q
Type V Square
N3
Narrow Flood
33
NEMA® 3x3
44
NEMA® 4x4
55
NEMA® 5x5
66 
NEMA® 6x6
75 
NEMA® 7x5

* Available with Backlight Shield when ordered with field-installed accessory (see table above)
** Luminaire comes standard with 0-10V dimming

Product Description
The OSQ™ Area/Flood luminaire blends extreme optical control, advanced thermal management 
and modern, clean aesthetics. Built to last, the housing is rugged cast aluminum with an integral, 
weathertight LED driver compartment. Versatile mounting configurations offer simple installation. 
Its slim, low-profile design minimizes wind load requirements and blends seamlessly into the site 
providing even, quality illumination. The 6L lumen package is a suitable upgrade for HID applications 
up to 250 Watt, and the 11L lumen package is a suitable upgrade for HID applications up to 400 Watt. 
The 22L lumen package is a suitable upgrade for HID applications up to 750 Watts, and the 30L lumen 
package is a suitable upgrade for HID applications up to 1000 Watts. 
Applications: Parking lots, walkways, campuses, car dealerships, office complexes, tunnels, 
underpasses, and internal roadways

Utilizes Cree TrueWhite® Technology on 5000K Luminaires

NanoOptic® Precision Delivery Grid™ optic

Assembled in the U.S.A. of U.S. and imported parts

Initial Delivered Lumens: 4,000 - 30,000

Efficacy: Up to 173 LPW

CRI: Minimum 70 CRI (3000K, 4000K & 5700K); 90 CRI (5000K)

CCT: 3000K, 4000K, 5000K, 5700K

Limited Warranty†: 10 years on luminaire; 10 years on Colorfast DeltaGuard® finish; up to 5 years for 
Synapse® accessories; 1 year on luminaire accessories

Performance Summary

OSQ-ML-B-DA and UC Mounts

8.1"
(205mm)

3.1"
(79mm)

19.0"
(482mm)

4.0"
(102mm)

4.9"
(124mm)

NEMA® 7-Pin Photocell
Receptacle location
(ordered as an option)

OSQM: 25.0" (635mm)
OSQL: 27.2" (691mm)

3.5"
(89mm)

† See http://creelighting.com/warranty for warranty terms. For Synapse accessories, consult Synapse spec sheets for details on warranty terms.

Luminaire Weight

OSQM 28.9 lbs. (13.1kg)

OSQL 32.4 lbs. (14.7kg)

* Reference EPA and pole configuration suitability data beginning on page 10

Note: Refer to page 11 for fixture mounting drill pattern. For additional mounts, refer 
to drawings beginning on page 19

US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234
US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Product Specifications     
       
CREE TRUEWHITE® TECHNOLOGY
A revolutionary way to generate high-quality white light, Cree TrueWhite® Technology is 
a patented approach that delivers an exclusive combination of 90+ CRI, beautiful light 
characteristics and lifelong color consistency, all while maintaining high luminous efficacy – 
a true no compromise solution. 

CONSTRUCTION & MATERIALS
• Slim, low profile design minimizes wind load requirements

• Luminaire housing is rugged die cast aluminum with an integral, 
weathertight LED driver compartment and high-performance heat sink

• Convenient interlocking mounting method on direct arm and UC mounts. 
Mounting adaptor is rugged die cast aluminum and mounts to 3" (76mm) or larger 
square or round pole, secured by two 5/16-18 UNC bolts spaced on 2" (51mm) centers. 
Refer to page 11 for fixture mounting drill pattern.

• Mounting for the adjustable arm mount adaptor is rugged die cast 
aluminum and mounts to 2" (51mm) IP, 2.375" (60mm) O.D. tenon. UA and UB mounts 
are preset to 45˚

• Adjustable arm mount can be adjusted 180˚ in 2.5˚ increments. UA and UB mounts be 
field adjusted in 2.5˚ increments to a maximum tilt of 45˚

• Transportation mount is constructed of 316 stainless steel and mounts to surface with 
(4) 3/8" fasteners by others

• Trunnion mount is constructed of A500 and A1011 steel and is adjustable from 0-180˚ in 
15˚ degree increments. UD mount is adjustable from 0-45˚ in 15˚ degree increments, 
and is factory preset to 45˚. Trunnion mount secures to surface with (1) 3/4" bolt or (2) 
1/2" or 3/8" bolts

• Luminaires ordered with NM mount include 18" (340mm) 18/5 or 16/5 cord exiting the 
luminaire; when combined with N or R option, 18" (340mm) 18/7 or 16/7 cord is provided. 
UA and UB mounts include 8' (2.4m) 14/3 AWG SEOW black cord exiting the side of the 
mounting arm through watertight fitting (UA) or the end of the mounting arm (UB). 
UC mount includes 12" (305mm) 18/5 or 16/5 leads exiting the luminaire. UD mount 
includes 8' (2.4m) 14/3 cord exiting the luminaire

• Utility mounts (UA, UB, UC, UD) include Utility Label per ANSI C136.15 and 7-pin NEMA® 
Photocell Receptacle per ANSI C136.41

• Designed for uplight and downlight applications

• Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer with an 
ultra-durable powder topcoat, providing excellent resistance to corrosion, ultraviolet 
degradation and abrasion. Silver, bronze, black, and white are available

ELECTRICAL SYSTEM
• Input Voltage: 120-277V or 347-480V, 50/60Hz, Class 1 drivers

• Power Factor:  > 0.9 at full load

• Total Harmonic Distortion: < 20% at full load

• Integral 10kV surge suppression protection standard

• When code dictates fusing, a slow blow fuse or type C/D breaker should be used to 
address inrush current

• Designed with 0-10V dimming capabilities. Controls by others

• Refer to Dimming spec sheet for details

• Maximum 10V Source Current: 1.0mA

• Operating Temperature Range: -40˚C - +40˚C (-40˚F - +104˚F)

REGULATORY & VOLUNTARY QUALIFICATIONS
• cULus Listed (UL1598)

• Suitable for wet locations

• Meets NEMA C82.77 standards

• Drivers and LEDs are UL Recognized in accordance with UL8750

• Enclosure rated IP66 per IEC 60529 when ordered without N or R options

• Consult factory for CE Certified products

• Certified to ANSI C136.31-2018, 3G bridge and overpass vibration standards

• ANSI C136.2 10kV surge protection, tested in accordance with IEEE/ANSI C62.41.2

• Meets FCC Part 15, Subpart B, Class A limits for conducted and radiated emissions

• Luminaire and finish endurance tested to withstand 5,000 hours of elevated ambient salt 
fog conditions as defined in ASTM Standard B 117

• Meets Buy American requirements within ARRA

• RoHS compliant. Consult factory for additional details

• Dark Sky Friendly, IDA Approved when ordered with 30K CCT and direct or transportation 
mounts only. Please refer to https://www.darksky.org/our-work/lighting/lighting-for-
industry/fsa/fsa-products/ for most current information

•        CA RESIDENTS WARNING: Cancer and Reproductive Harm –  
       www.p65warnings.ca.gov

Electrical Data*

Input Power
Designator

Optic
System 
Watts
120-480V

Utility 
Label 
Wattage

Total Current (A)

120V 208V 240V 277V 347V 480V

4L** All 29 30 0.25 0.14 0.12 0.11 N/A N/A

6L**
Asymmetric 48 50 0.41 0.23 0.20 0.17 N/A N/A

Symmetric 39 40 0.33 0.19 0.17 0.14 N/A N/A

9L All 60 60 0.51 0.29 0.25 0.22 0.18 0.13

11L All 72 70 0.62 0.36 0.31 0.27 0.21 0.16

16L All 104 100 0.89 0.51 0.43 0.39 0.31 0.22

22L All 132 130 1.12 0.63 0.55 0.47 0.39 0.28

30L All 202 200 1.72 0.96 0.84 0.72 0.60 0.43

Weight

Mount Housing
Medium Large

OSQ-ML-B-AA 28.4 lbs. (12.9kg) 32.0 lbs. (14.5kg)
OSQ-ML-B-DA 28.9 lbs. (13.1kg) 32.4 lbs. (14.7kg)
OSQ-ML-B-TSP 42.0 lbs. (19.1kg) 44.0 lbs. (20.0kg)
OSQ-ML-B-TM 32.6 lbs. (14.8kg) 36.1 lbs. (16.4kg)
UA 29.5 lbs. (13.4kg) 33.1 lbs. (15.0kg)
UB 29.5 lbs. (13.4kg) 33.1 lbs. (15.0kg)
UC 28.9 lbs (13.1kg) 32.4 lbs. (14.7kg)
UD 32.6 lbs. (14.8kg) 36.1 lbs. (16.4kg)

OSQ™ LED Area/Flood Luminaire featuring Cree TrueWhite® Technology – Medium & Large

* Electrical data at 25˚C (77˚F). Actual wattage may differ by +/- 10% when operating between 120-277V or 347-480V+/-10% 
** Available with UL voltage only

1 Lumen maintenance values at 25˚C (77˚F) are calculated per IES TM-21 based on IES LM-80 report data for the LED 
package and in-situ luminaire testing. Luminaire ambient temperature factors (LATF) have been applied to all lumen 
maintenance factors. Please refer to the  Temperature Zone Reference Document  for outdoor average nighttime ambient 
conditions.
2 In accordance with IES TM-21, Reported values represent interpolated values based on time durations that are
up to 6x the tested duration in the IES LM-80 report for the LED.
3 Estimated values are calculated and represent time durations that exceed the 6x test duration of the LED.

OSQ Series Ambient Adjusted Lumen Maintenance1

Ambient Optic Initial
LMF

25K hr
Reported2

LMF

50K hr
Reported2

LMF

75K hr
Reported2/
Estimated3

LMF

100K hr
Reported2/
Estimated3

LMF

5˚C (41˚F)
Asymmetric 1.04 1.03 1.01 0.992 0.972

Symmetric 1.05 1.05 1.05 1.053 1.053

10˚C 
(50˚F)

Asymmetric 1.03 1.02 1.00 0.982 0.962

Symmetric 1.04 1.03 1.03 1.033 1.033

15˚C 
(59˚F)

Asymmetric 1.02 1.01 0.99 0.972 0.952

Symmetric 1.02 1.02 1.02 1.023 1.023

20˚C 
(68˚F)

Asymmetric 1.01 1.00 0.98 0.962 0.942

Symmetric 1.01 1.01 1.01 1.013 1.013

25˚C 
(77˚F)

Asymmetric 1.00 0.99 0.97 0.952 0.932

Symmetric 1.00 1.00 1.00 1.003 1.003

Accessories 

Field-Installed

Backlight Shield (Front Facing Optics)
OSQ-BLSMF (Medium)
OSQ-BLSLF (Large)
Backlight Shield (Rotated Optics)
OSQ-BLSMR (Medium)
OSQ-BLSLR (Large)
Bird Spikes
OSQ-MED-BRDSPK
OSQ-LG-BRDSPK

Hand-Held Remote
XA-SENSREM
- For successful
implementation of the
programmable multi-level
option, a minimum of one
hand-held remote is
required

Shorting Cap
XA-XSLSHRT

Synapse Wireless Control Accessories

Twist-Lock Lighting Controller
TL7-B2 
- Suitable for 120-277V (UL) voltage only
- Requires NEMA/ANSI C136.41 7-Pin
   Dimming Receptacle 
- Not for use with PML or PML2 options
- Provides On/Off switching, dimming, power
   metering, digital sensor input, and status
   monitoring of luminaire
- Refer to TL7-B2 spec sheet for details
Twist-Lock Lighting Controller
TL7-HVG
- Suitable for 120-480V (UL and UH) voltage
- Requires NEMA/ANSI C136.41 7-Pin Dimming
   Receptacle
- Not for use with PML or PML2 options
- Provides On/Off switching, dimming, power
  metering, digital sensor input, and status
  monitoring of luminaire
- Refer to TL7-HVG spec sheet for details
SimplySNAP Central Base Station
CBSSW-450-002
- Includes On-Site Controller (SS450-002) and
   5-button switch
- Indoor and Outdoor rated
- Refer to CBSSW-450-002 spec sheet for details

Synapse Wireless Sensor
WSN-DPM
- Motion and light sensor
- Control multiple zones
- Refer to WSN-DPM spec sheet for details
SimplySNAP On-Site Controller
SS450-002
- Verizon® LTE-enabled
- Designed for indoor applications
- Refer to SS450-002 spec sheet for details
Building Management System (BMS) Gateway
BMS-GW-002
- Required for BACnet integration
- Refer to BMS-GW-002 spec sheet for details
Outdoor Antennas
(Optional, for increased range, 8dB gain)
KIT-ANT420SM
- Kit includes antenna, 20' cable and bracket
KIT-ANT360 
- Kit includes antenna, 30' cable and bracket
KIT-ANT600
- Kit includes antenna, 50' cable and bracket
- Refer to Outdoor antenna spec sheet for
   details

Product Specifications
SYNAPSE® SIMPLYSNAP INTELLIGENT CONTROL
The Synapse SimplySNAP platform is a highly intuitive connected lighting solution featuring zone 
dimming, motion sensing, and daylight harvesting with utility-grade power monitoring and support of 
up to 1000 nodes per gateway. The system features a reliable and robust self-healing mesh network 
with a browser-based interface that runs on smartphones, tablets, and PCs. The Twist-Lock Lighting 
Controller (TL7-B2) and Site Controller (SS450-002) take the OSQ Series to a new performance 
plateau, providing extreme energy productivity, code compliance and a better light experience.

OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-2M-UL-NM-XX-Q1

OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-3M-UL-NM-XX-Q1 + 
OSQ-BLSMF

OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-4M-UL-NM-XX-Q1

OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-4M-UL-NM-XX-Q1 + 
OSQ-BLSMF

OSQ-ML-B-XX-XX + OSQM-B-4L-30K7-5M-UL-NM-XX-Q1

1

2

1

3

2

A21

A3B1

A41

A4B1

A51

CIRCLE K
NEC AZ-89A & SOUTHWEST DR.

RL-7436-S1-R3
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https://www.creelighting.com/products/outdoor/wall-mount/the-edge-series-5
https://www.creelighting.com/products/indoor/retrofit-downlights/lrx-series
https://www.creelighting.com/products/outdoor/canopy-and-soffit/228-series
https://www.creelighting.com/products/outdoor/area/osq-series
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END VIEW

8"

D/F Internally Illuminated Monument Sign
SCALE: 1/2" = 1' - 0"

A

6'-0"

33¾"
Visible Opening

33¾"
Visible Opening

LED Light Strip Layouts

NOT TO SCALE

Volts Required:
Curcuits Required:

Total Amps:120v

ELECTRICAL REQUIREMENTS

One 20 amp
9.0 amps

3
'-
8
" 

6'-0"

3 62 9

3 62 9

Total Sign 
Sq. Ft. 22.0'

SUPPORT BASE IS FABRICATED OF TIMBER HILLCREST STONE
ECHELON

NEW D/F CABINET AND DIVIDERS ARE FABRICATED OF 
ALUMINUM AND ARE TO BE PAINTED SW #7725 YEARLING

FABRICATED ALUMINUM CAP TO BE PAINTED TO MATCH
SW #6090 JAVA

“K” LOGO,“NON-ETHANOL” AND CAR WASH FACES ARE .125 ROUTED 
ALUMINUM w/ BACKED-UP WHITE ACRYLIC. FACES ARE PAINTED TO 
MATCH SW# 7725 YEARLING. FACES ARE BACKED-UP w/ WHITE ACRYLIC 
COPY. K-LOGO FACES ARE PAINTED CIRCLE K CORPORATE COLORS. 

FABRICATED ALUMINUM ENBELLISHMENT TO BE PAINTED 
TO MATCH SW #6090 JAVA

PRICER FACES ARE .125 ROUTED ALUMINUM AND PAINTED
TO MATCH SW# 7725 YEARLING. FACES ARE BACKED-UP w/  
WHITE ACRYLIC COPY. FACES TO INCLUDE CLEAR ACRYLIC TRACKS 
FOR 10½” ZIP CHANGE PANELS w/ OPAQUE NUMERAL BACKGROUNDS
PAINTED SW #7725 YEARLING.
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Building North Elevation

SCALE: 3/32" = 1'-0”
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B
5 X 4 Single Face Logo

SCALE: 3/4" = 1' - 0"

Total Sign
Sq. Ft. 20.08'

CL

3/8"�All�Thread�Nut�&�Bolt�Mounting�Hardware�������8
2"�x�2"�Angle�Iron�Bracing���������������������������������
Stucco�Over�Wood�Frame�Wall�(Exist.)

Rubber�Booted�Disconnect�Switch

Volts Required:
Curcuits Required:

Total Amps:120v

ELECTRICAL REQUIREMENTS

One 20 amp
5.0 amps
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Building South Elevation

SCALE: 3/32" = 1'-0”
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C
5 X 4 Single Face Logo

SCALE: 3/4" = 1' - 0"

Total Sign
Sq. Ft. 20.08'

3/8"�All�Thread�Nut�&�Bolt�Mounting�Hardware�������8
2"�x�2"�Angle�Iron�Bracing���������������������������������
Stucco�Over�Wood�Frame�Wall�(Exist.)

Rubber�Booted�Disconnect�Switch

Volts Required:
Curcuits Required:

Total Amps:120v

ELECTRICAL REQUIREMENTS

One 20 amp
5.0 amps
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D1 D2

Building Front Elevation

SCALE: 1/4" = 1'-0"

WELCOME

EXIT OTHER DOORTHANKS COME AGAIN

EXIT WELCOMEDoor Side A-01 Door Side A-02

Door Side A-01 Door Side A-02

(Opposite) Door Side A-01 (Opposite) Door Side A-02

SCALE: 2" = 1'-0" SCALE: 2" = 1'-0"

SCALE: 2" = 1'-0" SCALE: 2" = 1'-0"
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DESCRIPTION:

MANUFACTURE AND INSTALL (1) ONE NEW VINYL FILM DOOR
DECAL ON FIRST AND SECOND SURFACE OF DOOR GLASS.
DECAL IS FABRICATED OF OPAQUE WHITE VINYL FILM W/ A
RED DIGITALLY PRINTED BKGD. W/ WHITE LETTERING ONTO
CLEAR FILM OVERLAY. 

DESCRIPTION:

MANUFACTURE AND INSTALL (1) ONE NEW VINYL FILM DOOR
DECAL ON FIRST AND SECOND SURFACE OF DOOR GLASS.
DECAL IS FABRICATED OF OPAQUE WHITE VINYL FILM W/ A
RED DIGITALLY PRINTED BKGD. W/ WHITE LETTERING ONTO
CLEAR FILM OVERLAY. 

EXIT

23¾"

R-4

02/20/2023
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Building Rear Elevation

SCALE: 1/2" = 1'-0"

WELCOME

THANKS COME AGAIN

Door Side B-01

(Opposite) Door Side B-01

SCALE: 3" = 1'-0"

SCALE: 2" = 1'-0"

5
"

5
"

23¾"

23¾"

WELCOMEWELCOME Door Side B-01

4
'-
0
"

DESCRIPTION:

MANUFACTURE AND INSTALL (1) ONE NEW VINYL FILM DOOR
DECAL ON FIRST AND SECOND SURFACE OF DOOR GLASS.
DECAL IS FABRICATED OF OPAQUE WHITE VINYL FILM W/ A
RED DIGITALLY PRINTED BKGD. W/ WHITE LETTERING ONTO
CLEAR FILM OVERLAY. 
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Building Side Elevation

SCALE: 1/2" = 1'-0"

WELCOME

THANKS COME AGAIN

Door Side B-01

(Opposite) Door Side B-01

SCALE: 3" = 1'-0"

SCALE: 2" = 1'-0"
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WELCOMEWELCOME Door Side B-01
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DESCRIPTION:

MANUFACTURE AND INSTALL (1) ONE NEW VINYL FILM DOOR
DECAL ON FIRST AND SECOND SURFACE OF DOOR GLASS.
DECAL IS FABRICATED OF OPAQUE WHITE VINYL FILM W/ A
RED DIGITALLY PRINTED BKGD. W/ WHITE LETTERING ONTO
CLEAR FILM OVERLAY. 
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SCALE: 3/4" = 1'-o"

Single Face Illum. Wall Sign

G
NOT TO SCALENOT TO SCALEBuilding North Elevation

SCALE: 3/16" = 1' - 0"
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12" 11"

89¼"

Sign Panel Fabrication Specifications

painted to match sw #7725 yearling

premium white vinyl applied 12st surface

panel

3"
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Building South Elevation
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H
Sign Panel Fabrication Specifications

NOT TO SCALENOT TO SCALE

painted to match sw #7725 yearling

premium white vinyl applied 12st surface

panel

3"

SCALE: 3/4" = 1'-o"

Single Face Illum. Wall Sign

12" 10"

112½"

Total Sign
Sq. Ft. 9.38'
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Double Face Non-Illuminated Auto Directional Elevation

SCALE: 1" = 1' - 0"
JI

1.0' 1.0' 1.0'

3
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'
2
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' 1
.5

'

.16'

FRONT VIEW SIDE VIEW

Total Sign Area
Sq. Ft. 1.11'

2.0'

1.666'

.6
6
8

BACK VIEW

2.0'

1.666'

.6
6
8

1.0' 1.0'

3
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'
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.0

' 1
.5

'

FURNISH AND INSTALL (2) TWO NEW DOUBLE FACE 
NON-ILLUMINATED AUTO DIRECTIONALS 

SIGN FRAME: FABRICATED OF SQ. TUBE ALUMINUM

SIGN SKIN: FABRICATED OF ALUMINUM AND PAINTED 
RED SEMI-GLOSS FINISH.

LOGO AND ARROWS: FIRST SURFACE APPLIED
3M PREMIUM WHITE VINYL FILM.

SUPPORTS: ALUMINUM SQUARE TUBE.
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SITE PLAN - SIGN LOCATIONS
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PROTECT EXISTING LANDSCAPE AND GRANITE
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5 GALLON (58)
  DESERT SPOON
DASYLIRION WHEELERII

5 GALLON (119)
  RED YUCCA
HESPERALOE PARVIFLORA

24" BOX (33)
  PINYON PINE
PINUS SP.

2" DEPTH IN ALL LANDSCAPE AREAS
  DECOMPOSED GRANITE
MATCH ADJACENT R.O.W.

15 GALLON (15)
  UPRIGHT JUNIPER
JUNIPERUS SP.

5 GALLON (64)
  FRASER'S PHOTINIA
PHOTINIA FRASERII

24" BOX (12)
  PURPLE LEAF PLUM
PRUNUS PERSICA 'AUTROPURPUREA'

24" BOX (11)
  HONEY LOCUST
GLEDISIA TRICANTHOS 'INERMIS'

24" BOX (20)
VELVET MESQUITE
PROSOPIS VELUTINA
LANDSCAPE LEGEND

5 GALLON (44)
  TRAILING JUNIPER
JUNIPER 'LOW-FAST' LANDSCAPE CALCS:

TREES PROVIDED:
TREES REQUIRED:
LANDSCAPE AREA:

SHRUBS PROVIDED:
SHRUBS REQUIRED:

PARKING LOT AREA:
PARKING LOT LANDSCAPE:

76 TREES
76 TREES
30,212 SQ.FT.

300 SHRUBS
228 SHRUBS

6,154 SQ.FT.
740 SQ.FT. (12%)
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SHEET NUMBER
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LANDSCAPE PLAN
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PER PHX MAG SUPLEMENT.
BACKFILL PLANT PIT WITH SOIL MIX

6. AGRIFORM TABLETS
  PREVENT GLAZING
5. ROUGHEN SIDES OF PLANT PIT TO 
4. GRADE (PRIOR TO GRANITE)
3. 4" BASIN
  TREE STAKES BURY 3' BELOW GRADE
2. TWO 2" ROUND BY 10' LONG GREEN
1. 1/2" RUBBER HOSE WITH #10 WIRE

6

5

4

3

2

1

2x ROOTBALL

DOUBLE STAKING DETAIL

  (SEE LEGEND FOR TYPE)
7. 2" DEPTH OF DECOMPOSED GRANITE.

7

NOT TO SCALE

NOT TO SCALE

3. 1/2" RUBBER HOSE
2. #10 WIRE RUBBER COATED
  EXPOSED WIRE
  WIRE THROUGH

1. NOTCH TUBING LOOP

TREE GUYING DETAIL

3
2

1

SINGLE-TRUNK

DOUBLE-TRUNK

MULTI-TRUNK

LEADERS STAKED
TO HAVE ALL MAJOR
MULTI-TRUNKED TREES
NOTE: 

  RATIO
4. AGRIFORM TABLETS SEE SPECS. FOR 
  PREVENT GLAZING
3. ROUGHEN SIDES OF PLANT PIT TO 
2. 1" BASIN
1. MINIMUM DIMENSION FOR 5 GAL. PLANTS

4

3

2

2x ROOTBALL

SHRUB PLANTING DETAIL

1

5

  (SEE LEGEND FOR TYPE)
5. 2" DEPTH OF DECOMPOSED GRANITE.

NOT TO SCALE

C

P.(602)265-0320

Scottsdale, Arizona 85258

10450 N. 74th Street , Suite 120

SITE PLANNING

URBAN DESIGN

LANDSCAPE ARCHITECTURE

T.J. McQUEEN & ASSOCIATES, INC.

EMAIL: timmcqueen@tjmla.net

E

IPX
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3202/03/60

02.20.23

PER PHX MAG SUPLEMENT.
BACKFILL PLANT PIT WITH SOIL MIX
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